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La nueva generación de bicicletas
de alto rendimiento de carretera

PESO DEL CUADRO

CONSTRUCCIÓN
RESINA

CARBONO

TALLAS

990 GR

TRIPLE MONOCOQUE
CNT NANOTECH

HMR2X

820 GR

TRIPLE MONOCOQUE
CNT NANOTECH

HMR3X

XS= 154-165 CM / S= 164-176 CM / M= 176-185 CM / L= 186-192CM / XL= +192CM



LA EXCELENCIA EN LA INTEGRACIÓN

La plataforma Belador 5 en toda su amplitud de gama representa un 
premio a la estética y a la integración de componentes sintetizando en 
la tecnología ICS2 el concepto de cableado con integración total.

El secreto de su aerodinámica reside en diseño de las secciones en 
el conjunto cuadro-horquilla-periféricos que consiguen mantener 
ordenados y alineados los flujos laminares limitando las turbulen-
cias generadas por las ruedas durante su rodadura.

Sección frontal de la Belador 5 diseñada para mantener baja la 
presión del aire y minimizar la creación de vórtices en la zona 
aerodinámica mas crítica de la bicicleta.

Este sutil equilibrio entre necesidades contrapuestas como son 
mantener una estructura ligera, una alta eficiencia aerodinámica 
y un excelente comportamiento dinámico nos ha llevado a diseñar 
nuevas secciones de perfiles KAMM más sofisticadas y 
perfectamente integradas entre cuadro, horquilla, ruedas y el resto 
de componentes concibiéndose como un único conjunto para 
alcanzar otro nivel superior de funcionalidad.

La alquimia perfecta entre 
forma, eficiencia, función 

y estética.



La tecnología POWER EFFICIENCY utiliza un diseño y una estructura 
de carbono extremadamente rígida en la zona del pedalier y sus 
extremidades garantiza la ausencia de dispersiones de energía que 
provoquen una pérdida de eficacia de pedaleo. El triángulo trasero 
se ha diseñado de forma asimétrica para maximizar esta tecnología 
manteniendo un peso ligero de la estructura.

 

Con el BERRIA GEOMETRY CONCEPT afrontamos el diseño de manera 
global asegurando una calidad de confort, comportamiento y 
funcionalidad excelentes en todas las 5 tallas.

Belador 5, la manera perfecta 
de transformar la energía en 

prestaciones.

Belador 5 es la esencia y la sofisticación máxima de una 
geometría para una moderna bicicleta de competición.

+ Bajo Punto
de Gravedad

+ Ángulo
del sillín

+ Reach

- Potencia

- Avance

+ Trail

- Ángulo de Dirección

- Longitud de Carro

- Altura del Pedalier

= Distancia entre Ejes

Comportamiento Dinámico Equilibrado Óptimo Reparto de Pesos entre Ejes

Bajo Punto de Gravedad Relación Óptima Absorción/Confort

Adherencia y Reactividad



Las tecnologías aplicadas en la parte trasera de la nueva Belador la convierten en la bici perfecta para un amplio 
espectro de tipologías de ciclistas vayas a donde vayas:

·  El neumático TUBELESS de sección 28mm permite rodar con menos presión filtrando las micro interferencias del terreno.

·  El tipo de carbono y la orientación dada a las fibras en la zona superior del cuadro aporta una excelentes cualidades de 
absorción de las interferencias del terreno manteniendo la bici estable entre los dos ejes.

·  La tija de sillín de flexión controlada aporta un confort directo y palpable al ciclista. 

·  Las interferencias más fuertes se neutralizan con la tecnología ACTIVE STAY que mediante la flexión de los tirantes 
superiores ACUMULAN LA ENERGÍA DEL IMPACTO ESTABILIZÁNDOLO para garantizar la ADHERENCIA y el contacto de la 
rueda con el asfalto.

Las tecnologías específicas en el eje delantero para aprovechar la mayor potencia de frenado del disco aumentan 
la SEGURIDAD y el ESPACIO DE FRENADA consiguiendo soportar clavadas extremas sin inmutarse:

· Horquilla firme con ASIMETRÍA +22% en la parte de la pinza de freno

·  Cuadro con FRONTAL DE DIRECCIÓN RÍGIDO con rodamientos OH2S sobredimensionados.

· Neumáticos TUBELESS para aumentar el AGARRE con el asfalto tanto en curva como en frenada.

Este conjunto de soluciones aporta una conducción exacta y segura, aumentando la estabilidad y la velocidad de la 
bicicleta en curva.

Con el anclaje directo 
FLAT MOUNT SYSTEM 
entre horquilla y pinza de 
freno aumentamos su 
rigidez incrementando la 
potencia de frenado y 
consiguiendo un tacto 
mas sensible.

El cierre SPEED 
RELEASE reduce el 
tiempo de desmontaje y 
montaje de la rueda de 
disco igualándolo al 
sistema de cierre rápido 
convencional.





La bicicleta que incluye todas y cada una de las características  y 
los avances técnicos que  el más exigente de  los ciclistas puede 
esperar.
Aerodinámica y eficiente. Con su peso ultraligero es reactiva  y 
eficaz. Su geometría BGC (Berria Geometry Concept) es 
vanguardista para un comportamiento dinámico, preciso y  
estable. La elegante integración de sus componentes es una 
prueba de eficiencia y optimización.

La nueva generación de bicicletas de alto rendimiento de carretera



road

XS S M L
154-165 CM

170BIELAS
90POTENCIA

400MANILLAR

470TUBO DE ASIENTO
514TUBO HORIZONTAL
125TUBO FRONTAL
403VAINA
74CAÍDA EJE PEDALIER

965DISTANCIA ENTRE EJES
71ÁNGULO FRONTAL

75,1ÁNGULO TUBO SILLÍN
368REACH
526STACK

XS

165-176 CM
172,5
100
420

510
533
141
403
72

980
71,5
74,7
382
541

S

176-185 CM
172,5
100
420

540
551
157
405
72

993
72

74,3
392
558

M

185-192 CM
175
110
420

570
569
176
405
72

1003
72,5
73,9
401
578

L

XL
+192 CM

175
120
440

600
589
193
405
72

1015
73

73,5
412
596

L

Avanforce Alloy 6061, wide 400, 420, 440 mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

Belador 5 SP, UD Carbon, 15 mm offset, ISP technology , weight 148g

Selle Italia MODEL X BB FEC, Alloy rails, wide 143mm

Shimano 105 FD-R7000 Black

SHIMANO 105 Black RD-R7000-GS 22 Speed
Patilla: Belador 5 R-28

SHIMANO 105 ST-R7020 Disc Dual control 22 Speed

Shimano CS-R7000 11-30TBelador 5 DISC, Racing Geometry BGC Aero Shape Efficiency (ASE), Full carbon HM2X, 
Triple monocoque, Resin Matrix Nanotech, BB86  botton bracket, Full internal cable 
system ICS2, Headset semi integrated OH2S 1-1/2"-  1-1/2", Flat Mount System brake, 
700x34 maximun tyre, Thru axle 12x142mm Speed Release type, weight 990g

Belador Blade 5 full carbon fork, internal cable system ICS2, 1-1/8" - 1-1/2" 
Tappered head tube compatible, Flat Mount System brake, 700x34 
maximun tyre, Thru axle 12x100mm Speed release system, weight 395g

OP1

OP2

FULCRUM 800 DB, Aluminium, TLR, Rim 34 mm, 
19 mm internal wide 

Vision TC 40 DB, Carbon, TLR , Rim 40 mm

SHIMANO CN-HG601-11

SHIMANO FC-R7000 Compact Hyperdrive 50x34 T Black 

SHIMANO BR-R7070 Hyd Disc 160/F and 140/R SM-RT70 CL Rotor

Rubino IV 28-622, Tubeless ready,GRAPHENE 2.0, weight 270g
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Avanforce Alloy 6061, wide 400, 420, 440 mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

Belador 5 SP, UD Carbon, 15 mm offset, ISP technology , weight 148g

Selle Italia MODEL X BB FEC, Alloy rails, wide 143mm

Shimano Ultegra FD-R8000

SHIMANO ULTEGRA RD-R8000-SS 22 Speed
Patilla: Belador 5 R-28

SHIMANO ULTEGRA ST-R8020 Carbon Dual control 22 Speed

Shimano CS-R7000 11-30TBelador 5 DISC, Racing Geometry BGC Aero Shape Efficiency (ASE), Full carbon HM2X, 
Triple monocoque, Resin Matrix Nanotech, BB86  botton bracket, Full internal cable 
system ICS2, Headset semi integrated OH2S 1-1/2"-  1-1/2", Flat Mount System brake, 
700x34 maximun tyre, Thru axle 12x142mm Speed Release type, weight 990g

Belador Blade 5 full carbon fork, internal cable system ICS2, 1-1/8" - 1-1/2" 
Tappered head tube compatible, Flat Mount System brake, 700x34 
maximun tyre, Thru axle 12x100mm Speed release system, weight 395g

OP1

OP2

FULCRUM 800 DB, Aluminium, TLR, Rim 34 mm, 
19 mm internal wide

Mavic Cosmic SL 45 DB, Carbon, TLR , Rim 45 
mm 

SHIMANO CN-HG601-11

ROTOR Vegast TDS OCP, 52x36T 170-172,5-175mm

SHIMANO BR-R8070 Hyd Disc 160/F and 140/R SM-RT800 CL Rotor

Rubino IV 28-622, Tubeless ready,GRAPHENE 2.0, weight 270g



road

XS S M L
154-165 CM

170BIELAS
90POTENCIA

400MANILLAR

470TUBO DE ASIENTO
514TUBO HORIZONTAL
125TUBO FRONTAL
403VAINA
74CAÍDA EJE PEDALIER

965DISTANCIA ENTRE EJES
71ÁNGULO FRONTAL

75,1ÁNGULO TUBO SILLÍN
368REACH
526STACK

XS

165-176 CM
172,5
100
420

510
533
141
403
72

980
71,5
74,7
382
541

S

176-185 CM
172,5
100
420

540
551
157
405
72

993
72

74,3
392
558

M

185-192 CM
175
110
420

570
569
176
405
72

1003
72,5
73,9
401
578

L

XL
+192 CM

175
120
440

600
589
193
405
72

1015
73

73,5
412
596

L

Avanforce UD Carbon, wide 400, 420, 440 mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

Belador 5 SP, UD Carbon, 15 mm offset, ISP technology , weight 148g

Selle Italia MODEL X BB FEC, Alloy rails, wide 143mm

SRAM RIVAL eTap AXS Electronic Shift System

SRAM RIVAL eTap AXS 24 Speed Electronic Shift System
Patilla: Belador 5 R-28

SRAM RIVAL eTap AXS HRD Shift-Brake System Electronic Shift System

SRAM RIVAL XG1250, 10-36TBelador 5 DISC, Racing Geometry BGC Aero Shape Efficiency (ASE), Full carbon HM2X, 
Triple monocoque, Resin Matrix Nanotech, BB86  botton bracket, Full internal cable 
system ICS2, Headset semi integrated OH2S 1-1/2"-  1-1/2", Flat Mount System brake, 
700x34 maximun tyre, Thru axle 12x142mm Speed Release type, weight 990g

Belador Blade 5 full carbon fork, internal cable system ICS2, 1-1/8" - 1-1/2" 
Tappered head tube compatible, Flat Mount System brake, 700x34 
maximun tyre, Thru axle 12x100mm Speed release system, weight 395g

OP1

OP2

FULCRUM 800 DB, Aluminium, TLR, Rim 34 mm, 
19 mm internal wide

Mavic Cosmic SL 45 DB, Carbon, TLR , Rim 45 
mm 

SRAM RIVAL CN-RIV-D1

SRAM RIVAL POWERMETER Crankset 48/35T, 170-172,5-175mm

SRAM RIVAL eTap AXS HRD Shift-Brake System
Flatmount 160/F and 140/R Pace line Rotor

Rubino IV 28-622, Tubeless ready,GRAPHENE 2.0, weight 270g
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Avanforce UD Carbon, wide 400, 420, 440 mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

Belador 5 SP, UD Carbon, 15 mm offset, ISP technology , weight 148g

Selle Italia MODEL X BB FEC, Alloy rails, wide 143mm

SRAM FORCE eTap AXS Electronic Shift System

SRAM FORCE eTap AXS 24 Speed Electronic Shift System

SRAM FORCE eTap AXS HRD Shift-Brake System Electronic Shift System

SRAM FORCE XG1270, 10-33TBelador 5 DISC, Racing Geometry BGC Aero Shape Efficiency (ASE), Full carbon HM2X, 
Triple monocoque, Resin Matrix Nanotech, BB86  botton bracket, Full internal cable 
system ICS2, Headset semi integrated OH2S 1-1/2"-  1-1/2", Flat Mount System brake, 
700x34 maximun tyre, Thru axle 12x142mm Speed Release type, weight 990g

Belador Blade 5 full carbon fork, internal cable system ICS2, 1-1/8" - 1-1/2" 
Tappered head tube compatible, Flat Mount System brake, 700x34 
maximun tyre, Thru axle 12x100mm Speed release system, weight 395g

OP1

OP2

FULCRUM 800 DB, Aluminium, TLR, Rim 34 mm, 
19 mm internal wide

Mavic Cosmic SL 45 DB, Carbon, TLR , Rim 45 
mm 

SRAM FORCE PC-1170

SRAM FORCE Crankset 48/35T , 170-172,5-175mm

SRAM FORCE eTap AXS HRD Shift-Brake System
Flatmount 160/F and 140/R Pace line Rotor

Rubino IV 28-622, Tubeless ready,GRAPHENE 2.0, weight 270g



La bicicleta que redefine nuevas fronteras en la categoría de 
carretera al máximo nivel.
Belador BR es nuestra mejor bicicleta de carretera jamás 
construida.  Se dirige tanto al PRO para competiciones  extremas 
como al cicloturista más exigente con voluntad de  exprimirse 
y disfrutar al máximo, superando con absoluta  solvencia 
toda situación que la carretera le pueda presentar.

Prestaciones y funcionalidad
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Avanforce UD Carbon, wide 400, 420, 440 mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

Belador 5 BR SP, UD Carbon, 15 mm offset, ISP technology , weight 129g

Selle Italia MODEL X BB FEC, Alloy rails, wide 143mm

SRAM RIVAL eTap AXS Electronic Shift System

SRAM RIVAL eTap AXS 24 Speed Electronic Shift System
Patilla: Belador 5 R-28

SRAM RIVAL eTap AXS HRD Shift-Brake System Electronic Shift System

SRAM RIVAL XG1250, 10-36TBelador 5 BR DISC, Racing Geometry BGC Aero Shape Efficiency (ASE), Full carbon 
HM3X, Triple monocoque, Resin Matrix Nanotech, BB86  botton bracket, Full internal 
cable system ICS2, Headset semi integrated OH2S 1-1/2"-  1-1/2", Flat Mount System 
brake, 700x34 maximun tyre, Thru axle 12x142mm Speed Release type, weight 820g

Belador Blade 5 BR full carbon fork, internal cable system ICS2, 1-1/8" - 
1-1/2" Tappered head tube compatible, Flat Mount System brake, 700x34 
maximun tyre, Thru axle 12x100mm Speed release system, weight 340g

OP1

OP2

OP3

FULCRUM 800 DB, Aluminium, TLR, Rim 34 mm, 
19 mm internal wide

Mavic Cosmic SL 45 DB, Carbon, TLR , Rim 45 
mm 

Mavic Cosmic SLR 32 DB, Carbon, TLR , Rim 32 
mm

SRAM RIVAL CN-RIV-D1

SRAM RIVAL POWERMETER Crankset 48/35T, 170-172,5-175mm

SRAM RIVAL eTap AXS HRD Shift-Brake System
Flatmount 160/F and 140/R Pace line Rotor

Rubino IV 28-622, Tubeless ready,GRAPHENE 2.0, weight 270g
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Avanforce UD Carbon, wide 400, 420, 440 mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

Belador 5 BR SP, UD Carbon, 15 mm offset, ISP technology , weight 129g

Selle Italia MODEL X BB FEC, Alloy rails, wide 143mm

SRAM FORCE eTap AXS Electronic Shift System

SRAM FORCE eTap AXS 24 Speed Electronic Shift System
Patilla: Belador 5 R-28

SRAM FORCE eTap AXS HRD Shift-Brake System Electronic Shift System

SRAM FORCE XG1270, 10-33TBelador 5 BR DISC, Racing Geometry BGC Aero Shape Efficiency (ASE), Full carbon 
HM3X, Triple monocoque, Resin Matrix Nanotech, BB86  botton bracket, Full internal 
cable system ICS2, Headset semi integrated OH2S 1-1/2"-  1-1/2", Flat Mount System 
brake, 700x34 maximun tyre, Thru axle 12x142mm Speed Release type, weight 820g

Belador Blade 5 BR full carbon fork, internal cable system ICS2, 1-1/8" - 
1-1/2" Tappered head tube compatible, Flat Mount System brake, 700x34 
maximun tyre, Thru axle 12x100mm Speed release system, weight 340g

OP1

OP2

OP3

FULCRUM 800 DB, Aluminium, TLR, Rim 34 mm, 
19 mm internal wide

Mavic Cosmic SL 45 DB, Carbon, TLR , Rim 45 
mm 

Mavic Cosmic SLR 32 DB, Carbon, TLR , Rim 32 
mm

SRAM FORCE PC-1170

SRAM FORCE Crankset 48/35T , 170-172,5-175mm

SRAM FORCE eTap AXS HRD Shift-Brake System
Flatmount 160/F and 140/R Pace line Rotor

Rubino IV 28-622, Tubeless ready,GRAPHENE 2.0, weight 270g
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Belador 5 BR-Darimo Loop Aero, UD Carbon,  0 mm offset
tecnologia ISP, peso tija 95g

Saevid Alien, Carbon rails, vide143mm, weight 79g

SRAM RED eTap AXS Electronic Shift System

SRAM RED eTap AXS 24 Speed Electronic Shift System
Patilla: Belador 5 R-28

SRAM RED eTap AXS HRD Shift-Brake System Electronic Shift System

SRAM RED XG1299, 10-33TBelador 5 BR DISC, Racing Geometry BGC Aero Shape Efficiency (ASE), Full carbon 
HM3X, Triple monocoque, Resin Matrix Nanotech, BB86  botton bracket, Full internal 
cable system ICS2, Headset semi integrated OH2S 1-1/2"-  1-1/2", Flat Mount System 
brake, 700x34 maximun tyre, Thru axle 12x142mm Speed Release type, weight 820g

Belador Blade 5 BR full carbon fork, internal cable system ICS2, 1-1/8" - 
1-1/2" Tappered head tube compatible, Flat Mount System brake, 700x34 
maximun tyre, Thru axle 12x100mm Speed release system, weight 340g
Avanforce Integral road handlebar UD Carbon, Full internal cable system 
ICS2, sizes 400x90 - 420x100 - 420x110 - 420x120 - 44x120mm, weight 
390g

OP1

OP2

OP3

Mavic Cosmic SL 45 DB, Carbon, TLR , Rim 45 
mm 

Mavic Cosmic SLR 32 DB, Carbon, TLR , Rim 32 
mm

Mavic Cosmic Ultimate DB, Carbon, TLR , Rim 40 
mm

SRAM RED

SRAM RED Crankset 48/35 T CARBON, 170-172,5-175mm

SRAM RED eTap AXS HRD Shift-Brake System
Flatmount 160/F and 140/R CLX Rotor

Rubino IV 28-622, Tubeless ready,GRAPHENE 2.0, weight 270g



OP1

OP2

OP3

OP4

SHIMANO 105 Black RD-R7000-GS 22 Speed

Shimano 105 FD-R7000 Black

SHIMANO 105 ST-R7020 Disc Dual control 22 Speed

SHIMANO CS-R7000 11-30T

SHIMANO CN-HG601-11

SHIMANO FC-R7000 Compact Hyperdrive 50x34 T

SHIMANO BR-R7070 Hyd Disc 160/F and 140/R

FULCRUM 800 DB, aluminium, TLR, Rim 34mm

VISION TC 40 DB, Carbon, TLR, Rim 40mm

Avanforce Alloy 6061, wide 400, 420, 440 mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

Belador 5 Disc - Carbon HM2X
Matrix Nanotech - Triple Monocasco

Belador Blade 5 Full Carbon

Belador 5 SP, Carbon

Selle Italia MODEL X BB FEC, Alloy Rails

6

SRAM FORCE eTap AXS 24 Speed 

SRAM FORCE eTap AXS Electronic Shift System

SRAM FORCE eTap AXS HRD 

SRAM FORCE XG1270, 10-33T

SRAM FORCE PC-1170

SRAM FORCE Crankset 48/35T , 170-172,5-175mm

SRAM FORCE eTap AXS HRD 160/F and 140/R 

FULCRUM 800 DB, aluminium, TLR, Rim 34mm

VISION TC 40 DB, Carbon, TLR, Rim 40mm

Avanforce UD Carbon, wide 400, 420, 440 mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

Belador 5 Disc - Carbon HM2X
Matrix Nanotech - Triple Monocasco

Belador Blade 5 Full Carbon

Belador 5 SP, Carbon

Selle Italia MODEL X BB FEC, Alloy Rails

9

SRAM RIVAL eTap AXS 24 Speed 

SRAM RIVAL eTap AXS Electronic Shift System

SRAM RIVAL eTap AXS HRD

SRAM RIVAL XG1250, 10-36T

SRAM RIVAL CN-RIV-D1

SRAM RIVAL POWERMETER Crankset 48/35T

SRAM RIVAL eTap AXS HRD 160/F and 140/R 

FULCRUM 800 DB, aluminium, TLR, Rim 34mm

VISION TC 40 DB, Carbon, TLR, Rim 40mm

Avanforce UD Carbon, wide 400, 420, 440 mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

Belador 5 Disc - Carbon HM2X
Matrix Nanotech - Triple Monocasco

Belador Blade 5 Full Carbon

Belador 5 SP, Carbon

Selle Italia MODEL X BB FEC, Alloy Rails

8

SHIMANO ULTEGRA RD-R8000-SS 22 Speed

SHIMANO ULTEGRA FD-R8000

SHIMANO ULTEGRA ST-R8020 Carbon 22 Speed

SHIMANO CS-R7000 11-30T

SHIMANO CN-HG601-11

ROTOR Vegast TDS OCP, 52x36T

SHIMANO BR-R7070 Hyd Disc 160/F and 140/R

FULCRUM 800 DB, aluminium, TLR, Rim 34mm

MAVIC Cosmic SL 45 DB, Rim 45mm

Avanforce Alloy 6061, wide 400, 420, 440 mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

Belador 5 Disc - Carbon HM2X
Matrix Nanotech - Triple Monocasco

Belador Blade 5 Full Carbon

Belador 5 SP, Carbon

Selle Italia MODEL X BB FEC, Alloy Rails

7



OP1

OP2

OP3

OP4

SRAM RIVAL eTap AXS 24 Speed 

SRAM RIVAL eTap AXS Electronic Shift System

SRAM RIVAL eTap AXS HRD 

SRAM RIVAL XG1250, 10-36T

SRAM RIVAL CN-RIV-D1

SRAM RIVAL POWERMETER Crankset 48/35T

SRAM RIVAL eTap AXS HRD S 160/F and 140/R

FULCRUM 800 DB, aluminium, TLR, Rim 34mm

MAVIC Cosmic SL 45 DB, Rim 45mm

MAVIC Cosmic SLR 32 DB, Carbon, TLR, Rim 32 mm

Avanforce UD Carbon, wide 400, 420, 440 mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

Belador 5 BR Disc - Carbon HM3X
Matrix Nanotech - Triple Monocasco

Belador Blade 5 BR Full Carbon

Belador 5 BR SP, Carbon

Selle Italia MODEL X BB FEC, Alloy Rails

8

SRAM FORCE eTap AXS 24 Speed

SRAM FORCE eTap AXS Electronic Shift System

SRAM FORCE eTap AXS HRD 

SRAM FORCE XG1270, 10-33T

SRAM FORCE PC-1170

SRAM FORCE Crankset 48/35T , 170-172,5-175mm

SRAM FORCE eTap AXS HRD 160/F and 140/R

FULCRUM 800 DB, aluminium, TLR, Rim 34mm

MAVIC Cosmic SL 45 DB, Rim 45mm

MAVIC Cosmic SLR 32 DB, Carbon, TLR, Rim 32 mm

Avanforce UD Carbon, wide 400, 420, 440 mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

Belador 5 BR Disc - Carbon HM3X
Matrix Nanotech - Triple Monocasco

Belador Blade 5 BR Full Carbon

Belador 5 BR SP, Carbon

Selle Italia MODEL X BB FEC, Alloy Rails

9

SRAM RED eTap AXS 24 Speed

SRAM RED eTap AXS Electronic Shift System

SRAM RED eTap AXS HRD

SRAM RED XG1299, 10-33T

SRAM RED

SRAM RED Crankset 48/35 T

SRAM RED eTap AXS HRD 160/F and 140/R

FULCRUM 800 DB, aluminium, TLR, Rim 34mm

MAVIC Cosmic SL 45 DB, Rim 45mm

MAVIC Cosmic SLR 32 DB, Carbon, TLR, Rim 32 mm

Avanforce Integral Road UD Carbon

Belador 5 BR Disc - Carbon HM3X
Matrix Nanotech - Triple Monocasco

Belador Blade 5 BR Full Carbon

Belador 5 BR - Darimo Loop Aero, UD Carbon

Saevid Alien, Carbon Rails

ltd
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Disfruta sin límites en todos los terrenos

ALL ROAD

PESO DEL CUADRO

CONSTRUCCIÓN
RESINA

CARBONO

TALLAS

1750 GR

ALUMINIUM 6061

ALL ROAD

1060 GR

TRIPLE MONOCOQUE
CNT NANOTECH

HM2X

ALL ROAD

XS= 154-165 CM / S= 164-176 CM / M= 176-185 CM / L= 186-192CM / XL= +192CM



La Belador Allroad se beneficia de la movilidad en los porta bidones, 
que permite montar dos bidones de diferentes tamaños.

El manillar específico Gravel AF2 permite mayor confort en las rutas y mas estabilidad 
en la conducción en afrontar los terrenos mas rotos.

Elegante concepto de diseño, integrando completamente todo el cableado y permitien-
do la posibilidad de montar una tija de tipo telescópico.

ALL ROAD

Belador Allroad ofrece la posibilidad de montar 
equipaje directamente en el cuadro para 
disfrutar con todo confort de tus rutas.



Gravel tipo 1
Versátil dentro y fuera de la carretera.

Geometría ágil y compacta.

Emplea un desarrollo de doble plato y una horquilla con FLIP-CHIP 
para la regulación del avance a 45mm y mantener  el ágil manejo de 
una bici de carretera.

Caminos suaves.

Nivel técnico bajo-medio.

Gravel para rutas de experiencia y aventura.

Gravel tipo 2
Rápida y capaz.

Geometría de competición compacta.

Emplea un desarrollo de monoplato y una horquilla con FLIP-CHIP 
para la regulación del avance a 51mm aumentando su capacidad de 
absorción frente a los impactos.  

Caminos forestales con gravilla y barro.  

Nivel técnico medio-alto.

Competiciones de Gravel y rutas exigentes.

Gravel tipo 3
Devoradora de todo tipo de camino.

Geometría compacta en doble suspensión.

La horquilla de suspensión delantera con recorrido de 30mm amplifica 
sus capacidades en los terrenos mas técnicos.

Terreno duro y rocoso o barro extremo.

Nivel técnico alto.

Rutas de Gravel extremo.

ALL ROAD



5

2

1

3

4

Funcionamiento del sistema de suspensión trasero de la

1. Vaina inferior rígida que garantiza sujeción y óptimo rendimiento en la trasformación de la energía en 
velocidad.

2.  Parte entre vaina inferior y eje rueda que ofrece una rigidez inicial para garantizar prestaciones y 
reactividad a la bicicleta, al mismo tiempo tiene una flexión controlada frente a los impactos de mediana y 
alta intensidad.

3. Tirante superior flexible que amortigua y estabiliza el carro trasero de las tensiones generadas por los 
impactos.

4. Anclaje del tirante superior con rodamientos  al cuadro que permite al tirante superior oscilar sin 
resistencias incrementando su capacidad de amortiguación y desarrollando un recorrido total de la 
suspensión de 26 mm.

5. La tija de sillín flexible de Ø27,2mm permite completar y amplificar el buen trabajo  de amortiguación del 
sistema de suspensión  trasero.

El diseño del carro trasero permite el montaje de doble plato ideal para 
un Gravel de tipo 1 y al mismo tiempo permite el montaje de  una sección 
máxima de cubiertas de 700x44 / 650x47 de gravel tipo 2 y 3.

ALL ROAD



ALL ROAD



Versátil dentro y fuera de la carretera.  Rápida y Capaz.  Devoradora 
de todo tipo de caminos.  Son algunas de las características que 
hacen de la Belador Allroad, un vehículo para la aventura o el 
placer.  Todos los días del año.

Expande tus fronteras Gravel. Disfruta sin límites en todos los terrenos

ALL ROAD



Avanforce Gravel Alloy 6061 /400, 420, 440mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

Avanforce, 27,2 x 350mm

Selle Italia MODEL X BB FEC, Alloy rails, wide 143mm

SHIMANO GRX FD-RX400

SHIMANO GRX RD-RX400 20 Speed

SHIMANO GRX ST-RX400 Disc 20 Speed

SHIMANO CS-HG50 11-36 10VBelador Allroad HP, Gravel type 1-2 Geometry BGC, Aluminum 3BS 6061 Hydroforming, 
Full internal cable system ICS2, Headset semi integrated OH2S 1-1/2", Flat Mount 
System brake, 700x42 maximun tyre, Thru axle 12x142mm, weight 1750g

Belador Allroad full carbon fork, Rake adjusting Flip Chip 45-51mm, Post 
mounted brake adjusting according to rake, internal cable system ICS2, 
1-1/8" - 1-1/2" Tappered head tube compatible, 700x36 maximun tyre, Thru 

OP1 AVANFORCE 700 ROAD DISC  2000g - 28 (front) 
28 (rear), J SpokesSpokes 2.0 mm

SHIMANO CN-HG54 116E

SHIMANO GRX FC-RX600-11 46x30T, 170-172,5-175mm

SHIMANO BR-RX400 Hyd Disc 160/F and 160/R SM-RT70 CL rotor

Vittoria Terreno Dry 38C, TNT, 120 TPI, weight 698g

GRAVEL
ALL ROAD

XS S M L
154-165 CM

170BIELAS
80POTENCIA

400MANILLAR

460TUBO DE ASIENTO
525TUBO HORIZONTAL
98*TUBO FRONTAL
419VAINA
75CAÍDA EJE PEDALIER

1000/1006DISTANCIA ENTRE EJES
70ÁNGULO FRONTAL

75,1ÁNGULO TUBO SILLÍN
374REACH
535STACK

XS

165-176 CM
170
90

420

484
540
113*
419
75

1015/1021
70,5
74,8
388
550

S

176-185 CM
172,5
100
420

508
555
129*
419
75

1028/1034
71

74,5
398
567

M

185-192 CM
172,5

110
420

532
575
146*
419
75

1038/1044
71,5
74,2
407
587

L

XL
+192 CM

175
120
440

556
595
164*
419
75

1050/1056
72

73,9
418
605

XL

* Debido a su especial horquilla Gravel y a la predisposición del cuadro en montar una horquilla telescópica con 
recorrido de 30mm para una comparación adecuada de la altura del frontal de dirección de la BELADOR ALLROAD 
añada 26mm con respecto a las medidas comparativas de la versión Belador Road.

FULL CUSTOMIZATION
MAKE YOUR OWN



ALL ROAD



XS S M L
154-165 CM

170BIELAS
80POTENCIA

400MANILLAR

460TUBO DE ASIENTO
525TUBO HORIZONTAL
98*TUBO FRONTAL
419VAINA
75CAÍDA EJE PEDALIER

1000/1006DISTANCIA ENTRE EJES
70ÁNGULO FRONTAL

75,1ÁNGULO TUBO SILLÍN
374REACH
535STACK

XS

165-176 CM
170
90

420

484
540
113*
419
75

1015/1021
70,5
74,8
388
550

S

176-185 CM
172,5
100
420

508
555
129*
419
75

1028/1034
71

74,5
398
567

M

185-192 CM
172,5

110
420

532
575
146*
419
75

1038/1044
71,5
74,2
407
587

L

XL
+192 CM

175
120
440

556
595
164*
419
75

1050/1056
72

73,9
418
605

XL

Avanforce Gravel Alloy 6061 /400, 420, 440 mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

Avanforce Carbon 20 offset, 27,2 x 350mm

Selle Italia MODEL X BB FEC, Alloy rails, wide 143mm

Shimano GRX FD-RX810-F

Shimano GRX RD-RX810 22 Speed

Shimano GRX ST-RX600 Disc 22 Speed

SHIMANO CS-HG700 11-34Belador ALLROAD, Gravel type 1-2-3 Geometry BGC, Rear progressive Gravel 
suspension 26mm, Full carbon HM2X, Triple monocoque, Resin Matrix Nanotech, BB86  
botton bracket, Full internal cable system ICS2, Headset semi integrated OH2S 1-1/2"-  
1-1/2", Flat Mount System brake, 700x44 / 650x47 maximun tyre, Telescopic seat post 
ready, Thru axle 12x142mm, weight 1060g

Belador Allroad full carbon fork, Rake adjusting Flip Chip 45-51mm, Post 
mounted brake adjusting according to rake, internal cable system ICS2, 
1-1/8" - 1-1/2" Tappered head tube compatible, 700x36 maximun tyre, Thru 

OP1

OP2

OP3

Fulcrum Rapid Red 900 , alloy, Rim 22 mm - 28 
(front) 28 (rear), J SPokesSpokes 2.0 mm

Mavic Allroad SL, alloy, Rim 22 mm - 24 (front) 24 
(rear), Straight Pull Spokes

Mavic Cosmic SLR 32 DB, Carbon, TLR , Rim 32 
mm - 24 (front) 24 (rear)straight pull, elliptical aero, 

Shimano CN-HG601-11

Shimano GRX FC-RX600-11 46x30T, 170-172,5-175mm

Shimano BR-RX810 Hyd Disc 160/F and 160/R SM-RT800 CL rotor

Vittoria Terreno Dry 38C, TNT, 120 TPI, weight 698g

GRAVEL
ALL ROAD

* Debido a su especial horquilla Gravel y a la predisposición del cuadro en montar una horquilla telescópica con 
recorrido de 30mm para una comparación adecuada de la altura del frontal de dirección de la BELADOR ALLROAD 
añada 26mm con respecto a las medidas comparativas de la versión Belador Road.

FULL CUSTOMIZATION
MAKE YOUR OWN



Avanforce Gravel Alloy 6061 /400, 420, 440 mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

Avanforce Carbon 20 offset, 27,2 x 350mm

Selle Italia MODEL X BB FEC, Alloy rails, wide 143mm

SRAM RIVAL XPLR ETAP AXS D1 MAX 44T Electronic Shift System

SRAM FORCE eTap AXS HRD Shift-Brake System Electronic Shift System

SRAM RIVAL XPLR XG1251, 10-44Belador ALLROAD, Gravel type 1-2-3 Geometry BGC, Rear progressive Gravel 
suspension 26mm, Full carbon HM2X, Triple monocoque, Resin Matrix Nanotech, BB86  
botton bracket, Full internal cable system ICS2, Headset semi integrated OH2S 1-1/2"-  
1-1/2", Flat Mount System brake, 700x44 / 650x47 maximun tyre, Telescopic seat post 
ready, Thru axle 12x142mm, weight 1060g

Belador Allroad full carbon fork, Rake adjusting Flip Chip 45-51mm, Post 
mounted brake adjusting according to rake, internal cable system ICS2, 
1-1/8" - 1-1/2" Tappered head tube compatible, 700x36 maximun tyre, Thru 

OP1

OP2

OP3

Fulcrum Rapid Red 900 , alloy, Rim 22 mm - 28 
(front) 28 (rear), J SPokesSpokes 2.0 mm

Mavic Allroad SL, alloy, Rim 22 mm - 24 (front) 24 
(rear), Straight Pull Spokes

Mavic Cosmic SLR 32 DB, Carbon, TLR , Rim 32 
mm - 24 (front) 24 (rear)straight pull, elliptical aero, 

SRAM RIVAL CN-RIV-D1

SRAM RIVAL 1 DUB WIDE Crankset 40 T, 170-172,5-175mm

SRAM RIVAL eTap AXS HRD Shift-Brake System Flatmount 160/F and 160/R

Vittoria Terreno Dry 38C, TNT, 120 TPI, weight 698g

GRAVEL
ALL ROAD

XS S M L
154-165 CM

170BIELAS
80POTENCIA

400MANILLAR

460TUBO DE ASIENTO
525TUBO HORIZONTAL
98*TUBO FRONTAL
419VAINA
75CAÍDA EJE PEDALIER

1000/1006DISTANCIA ENTRE EJES
70ÁNGULO FRONTAL

75,1ÁNGULO TUBO SILLÍN
374REACH
535STACK

XS

165-176 CM
170
90

420

484
540
113*
419
75

1015/1021
70,5
74,8
388
550

S

176-185 CM
172,5
100
420

508
555
129*
419
75

1028/1034
71

74,5
398
567

M

185-192 CM
172,5

110
420

532
575
146*
419
75

1038/1044
71,5
74,2
407
587

L

XL
+192 CM

175
120
440

556
595
164*
419
75

1050/1056
72

73,9
418
605

XL

* Debido a su especial horquilla Gravel y a la predisposición del cuadro en montar una horquilla telescópica con 
recorrido de 30mm para una comparación adecuada de la altura del frontal de dirección de la BELADOR ALLROAD 
añada 26mm con respecto a las medidas comparativas de la versión Belador Road.

FULL CUSTOMIZATION
MAKE YOUR OWN



Avanforce Gravel Alloy 6061 /400, 420, 440 mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

SRAM REVERB AXS XPLR, 0 offset, 27,2 x 350mm, weight 549g, 50mm travel

Selle Italia MODEL X BB FEC, Alloy rails, wide 143mm

SRAM RIVAL XPLR ETAP AXS D1 MAX 44T Electronic Shift System

SRAM FORCE eTap AXS HRD Shift-Brake System Electronic Shift System

SRAM RIVAL XPLR XG1251, 10-44Belador ALLROAD, Gravel type 1-2-3 Geometry BGC, Rear progressive Gravel 
suspension 26mm, Full carbon HM2X, Triple monocoque, Resin Matrix Nanotech, BB86  
botton bracket, Full internal cable system ICS2, Headset semi integrated OH2S 1-1/2"-  
1-1/2", Flat Mount System brake, 700x44 / 650x47 maximun tyre, Telescopic seat post 
ready, Thru axle 12x142mm, weight 1060g

Rock Shox Rydy ULT 700, Damper Type Charger Race Day, Rake 51mm, 
30mm travel

OP1

OP2

OP3

Fulcrum Rapid Red 900 , alloy, Rim 22 mm - 28 
(front) 28 (rear), J SPokesSpokes 2.0 mm

Mavic Allroad SL, alloy, Rim 22 mm - 24 (front) 24 
(rear), Straight Pull Spokes

Mavic Allroad PRO CARBON SL, carbon, Rim  23 
mm  - 24 (front) 24 (rear), Straight Pull Spokes

SRAM RIVAL CN-RIV-D1

SRAM RIVAL 1 DUB WIDE Crankset 40 T, 170-172,5-175mm

SRAM RIVAL eTap AXS HRD Shift-Brake System Flatmount 160/F and 160/R

Vittoria Terreno Dry 38C, TNT, 120 TPI, weight 698g

GRAVEL
ALL ROAD

XS S M L
154-165 CM

170BIELAS
80POTENCIA

400MANILLAR

460TUBO DE ASIENTO
525TUBO HORIZONTAL
98*TUBO FRONTAL
419VAINA
75CAÍDA EJE PEDALIER

1000/1006DISTANCIA ENTRE EJES
70ÁNGULO FRONTAL

75,1ÁNGULO TUBO SILLÍN
374REACH
535STACK

XS

165-176 CM
170
90

420

484
540
113*
419
75

1015/1021
70,5
74,8
388
550

S

176-185 CM
172,5
100
420

508
555
129*
419
75

1028/1034
71

74,5
398
567

M

185-192 CM
172,5

110
420

532
575
146*
419
75

1038/1044
71,5
74,2
407
587

L

XL
+192 CM

175
120
440

556
595
164*
419
75

1050/1056
72

73,9
418
605

XL

* Debido a su especial horquilla Gravel y a la predisposición del cuadro en montar una horquilla telescópica con 
recorrido de 30mm para una comparación adecuada de la altura del frontal de dirección de la BELADOR ALLROAD 
añada 26mm con respecto a las medidas comparativas de la versión Belador Road.

FULL CUSTOMIZATION
MAKE YOUR OWN



OP1

OP2

OP3

OP4

SHIMANO GRX RD-RX400 20 Speed

SHIMANO GRX FD-RX400

SHIMANO GRX ST-RX400 Disc 20 Speed

SHIMANO CS-HG50 11-36 10V

SHIMANO CN-HG54 116E

SHIMANO GRX FC-RX600-11 46x30T

SHIMANO BR-RX400 Hyd Disc 160/F and 160/R

Avanforce 700 Road Disc

Avanforce Gravel Alloy 6061 /400, 420, 440mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

Belador AllRoad HP - Aluminium 6061

Belador AllRoad Full Carbon

Avanforce, 27,2 x 350mm

Selle Italia MODEL X BB FEC, Alloy Rails

hp4allroad

Shimano GRX RD-RX810 22 Speed

Shimano GRX FD-RX810-F

Shimano GRX ST-RX600 Disc 22 Speed

SHIMANO CS-HG700 11-34

Shimano CN-HG601-11

Shimano GRX FC-RX600-11 46x30T

Shimano BR-RX810 Hyd Disc 160/F and 160/R

Fulcrum Rapid Red 900 , alloy, Rim 22 mm

Mavic AllRoad SL, Alloy, Rim 22mm

Mavic Cosmic SLR 32 DB, Carbon, TLR, Rim 32 mm

Avanforce Gravel Alloy 6061 /400, 420, 440mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

Belador AllRoad - Carbon HM2X
Matrix Nanotech - Triple Monocasco

Belador AllRoad Full Carbon

Avanforce, 27,2 x 350mm

Selle Italia MODEL X BB FEC, Alloy Rails

6allroad

SRAM RIVAL XPLR ETAP AXS D1 MAX 44T 

SRAM FORCE eTap AXS HRD Shift-Brake System

SRAM RIVAL XPLR XG1251, 10-44

SRAM RIVAL CN-RIV-D1

SRAM RIVAL 1 DUB WIDE Crankset 40 T

SRAM RIVAL eTap AXS HRD 160/F and 160/R

Fulcrum Rapid Red 900 , alloy, Rim 22 mm

Mavic AllRoad SL, Alloy, Rim 22mm

Mavic Cosmic SLR 32 DB, Carbon, TLR, Rim 32 mm

Avanforce Gravel Alloy 6061 /400, 420, 440mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

Belador AllRoad - Carbon HM2X
Matrix Nanotech - Triple Monocasco

Belador AllRoad Full Carbon

Avanforce, 27,2 x 350mm

Selle Italia MODEL X BB FEC, Alloy Rails

8allroad

SRAM RIVAL XPLR ETAP AXS D1 MAX 44T 

SRAM FORCE eTap AXS HRD Shift-Brake System

SRAM RIVAL XPLR XG1251, 10-44

SRAM RIVAL CN-RIV-D1

SRAM RIVAL 1 DUB WIDE Crankset 40 T

SRAM RIVAL eTap AXS HRD 160/F and 160/R

Fulcrum Rapid Red 900 , alloy, Rim 22 mm

Mavic AllRoad SL, Alloy, Rim 22mm

Mavic AllRoad PRO Carbon SL, Carbon, Rim 23mm

Avanforce Gravel Alloy 6061 /400, 420, 440mm

Avanforce ICS2, -7°, Ø31,8, 90-100-110-120mm

Belador AllRoad - Carbon HM2X
Matrix Nanotech - Triple Monocasco

Rock Shox Rydy ULT 700 - 30 mm

SRAM REVERB AXS XPLR

Selle Italia MODEL X BB FEC, Alloy Rails

LTDallroad
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La reactividad y la conducción tienen un nombre

PESO DEL CUADRO

CONSTRUCCIÓN
RESINA

CARBONO

TALLAS

1150 GR

TRIPLE MONOCOQUE
CNT NANOTECH

HMR2X / T800 - M55J
HIGH MODULE REINFORCED CARBON

XS= 150-165 CM / S= 160-175 CM
M= 175-185 CM / L= 180-198CM



El alma del "prodigio Bravo"
está en su diseño y en su tecnología
pero el carácter está en su geometría.

A.M.S. es un concepto de diseño propio de Berria basado 
en principios de aerodinámica y fluidodinámica denomina-
do Anti Mud System. Nuestro diseño permite aumentar 
la eficiencia de la bicicleta minimizando las rozadu-
ras y la pérdida de velocidad generada por el 
barro. También permite evitar que se deposite un peso 
extra en la bicicleta durante la competición.

Como se puede apreciar en los diseños se ha hecho un 
minucioso trabajo en los perfiles de las vainas. De la 
misma manera se ha aprovechado al máximo el hueco 
entre el neumático y las uniones de las vainas con el 
triángulo delantero tanto a la altura de la tija de sillín 

como en la caja de pedalier.

La Bravo permite montar cubiertas de 29”x 2,35” / 
748 mm x 60 mm que corresponden a la máxima medida 

que recomendamos montar.

El tubo vertical ha sido adelantado para garantizar un 
espacio constante con la cubierta de 30mm para una 
marcha sin resistencias en todas las condiciones a pesar 
de disponer de unas vainas extra cortas de tan sólo 

427mm.

Con la tecnología Active Stay aplicada en los tirantes de la 
Bravo conseguimos un comportamiento activo de la 
bicicleta frente a las interferencias del terreno aportando 
una gran estabilidad en todas las condiciones de marcha al 
carro posterior y manteniendo siempre el neumático en 

contacto con el suelo.

El resultado es una gran seguridad y confort de 
marcha.



El concepto de integración de cables en la nueva Bravo 
nos ha llevado a extender la tecnología ICS2 desde el 
manillar al carro trasero garantizando la mejor protección 

del cableado y una estética superior.

INTEGRATED THRU AXLE

El nuevo diseño de las punteras traseras completan el 
elegante concepto de integración de la nueva Bravo 5.

UDH Universal Derailleur Hanger

Patilla de cambio universal para que en caso de rotura 
se pueda encontrar fácilmente en las tiendas especializa-

das de bicicletas.

Ligera y resistente, diseñada para garantizar una perfecta 
alineación de cadena y evitar las salidas hacia el cambio.



La nueva Bravo es la bicicleta “rígida” de MTB que se puede 
definir como “la compra maestra” de Berria.
Su gran aceptación por parte del público es debida al excepcional 
pack de componentes, prestaciones y diseño que ofrece.
Ahora con su nueva geometría mejora su ya excelente 
comporta-miento y rendimiento; es la bicicleta indicada para 
cualquier experiencia, desde una divertida excursión hasta las 
competiciones más exigentes.
La nueva Bravo es mas elegante gracias al trabajo de integración de 
componentes realizado además de contar con un amplio programa 
de personalización de colores. 

La reactividad y la conducción tienen un nombre





Avanforce 2, 31,8mm,  wide 740 mm

Avanforce 3,-6°, Ø31,8, 80-90-100mm

Avanforce 3 0 offset, 27,2 x 400mm

Selle Monza Start Wide 

SRAM SX Eagle Aluminum cage, 12 Speed
Patilla: UDH Universal Derrailleur Hanger

SRAM SX Eagle Trigger

SRAM XG1210, 11-50T

SRAM SX Eagle CN-EAGL-SX-A1

SRAM X1 DUB Eagle Boost 34T 170-175mm

SRAM LEVEL Disc 180/F and 160/R

VITTORIA BARZO 2.25X 29,Rigid Bead, weight 800g

Bravo 5 EVO, XCO Racing Geometry BGC 29", Full carbon HMR2X, Triple monocoque, 
Resin Matrix Nanotech CNT, BB92 botton bracket, Active Stay, Asymmetric, Full internal 
cable system ICS2, Headset semi integrated OH2S 1-1/2", Post Mounted brake PMS, 
29"x2.35 maximun tyre, BOOST Thru axle 12x148mm, Dropout SRAM UDH, weight 
1150g

Rock Shox Judy TK, Damper Type Turnkey,15x110mm Maxle Stealth, 
Tapered steerer, Remote Lockout, Rake 51mm, 30mm straight wall 
aluminium Fast Black weight 2365g, 100mm travel

OP1 AVANFORCE 29"- 27mm TLR HUB SHIMANO 
MT 400 - 32 (front) 32 (rear), J Spokes
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Avanforce 2, 31,8mm,  wide 740 mm

Avanforce, -6°, Ø31,8, 80-90-100mm

Avanforce 0 offset, 27,2 x 400mm

Fizik Taiga alloy rail

SRAM NX Eagle, 12 Speed
Patilla: UDH Universal Derrailleur Hanger

SRAM NX Eagle Trigger

SRAM XG1210, 11-50T

SRAM SX Eagle CN-EAGL-SX-A1

SRAM X1 DUB Eagle Boost 34T 170-175mm

SRAM LEVEL Disc 180/F and 160/R

VITTORIA BARZO 2.25X 29,Rigid Bead, weight 800g

Bravo 5 EVO, XCO Racing Geometry BGC 29", Full carbon HMR2X, Triple monocoque, 
Resin Matrix Nanotech CNT, BB92 botton bracket, Active Stay, Asymmetric, Full internal 
cable system ICS2, Headset semi integrated OH2S 1-1/2", Post Mounted brake PMS, 
29"x2.35 maximun tyre, BOOST Thru axle 12x148mm, Dropout SRAM UDH, weight 
1150g

Rock Shox RECON RL, Damper Motion Control, 15x110mm Maxle Stealth, 
Tapered steerer, Remote Lockout, Rake 51, 32 mm straight wall aluminium 
Fast Black, weight 2353g, 100mm travel

OP1 FULCRUM RED ZONE 99, alloy, 23 mm internal 
wide - 28 (front) 28 (rear), Straight Pull Spokes

CROSS
COUNTRY



XS S M L
150-165 CM

170BIELAS
80POTENCIA

740MANILLAR

380TUBO DE ASIENTO
558TUBO HORIZONTAL
93TUBO FRONTAL

427VAINA
66CAÍDA EJE PEDALIER

1080,9DISTANCIA ENTRE EJES
68,6ÁNGULO FRONTAL
75ÁNGULO TUBO SILLÍN

396,2REACH
602,4STACK

XS

160-175 CM
175
90

740

425
581
95

427
64

1094
69,1
74,5

413,3
604,7

S

175-185 CM
175
90

740

470
615
100
427
64

1123,2
69,1
74

440,4
609,2

M

180-198 CM
175
100
740

520
645
105
427
64

1145,3
69,6
73,5

462,5
616,2

L

Avanforce 2, 31,8mm,  wide 740 mm

Avanforce, -6°, Ø31,8, 80-90-100mm

Avanforce 0 offset, 27,2 x 400mm

Fizik Taiga alloy rail

SHIMANO XT RD-M8100 SGS, Shadow Plus, 12 Speed
Patilla: UDH Universal Derrailleur Hanger

SHIMANO SLX-M7100-R, Rapidfire Plus

SHIMANO SLX CS-M7100-12, 10-51T

Shimano M7100

RACEFACE AFFECT 34T 170-175mm

SRAM LEVEL TL Disc 180/F and 160/R

Vittoria Barzo 2.25"X 29", Tubeless ready,GRAPHENE 2.0 120 TPI

Bravo 5 EVO, XCO Racing Geometry BGC 29", Full carbon HMR2X, Triple monocoque, 
Resin Matrix Nanotech CNT, BB92 botton bracket, Active Stay, Asymmetric, Full internal 
cable system ICS2, Headset semi integrated OH2S 1-1/2", Post Mounted brake PMS, 
29"x2.35 maximun tyre, BOOST Thru axle 12x148mm, Dropout SRAM UDH, weight 
1150g

FOX 32 Rhythm Air Grip, 15QRx110mm, Tapered steerer, Remote lockout, 
Reb. Adj.,Rake 44mm, weight 1735g, 100mm travel 

OP1

OP2

OP3

AVANFORCE 29"- 27mm TLR HUB SHIMANO MT 400 - 32 
(front) 32 (rear), J Spokes

MAVIC CROSSMAX SL S, Aluminum, 25 mm internal wide - 
24 (front) 24 (rear), Straight Pull Spokes 2-1,6 mm

MAVIC CROSSMAX XL R, Carbon, 30 mm internal wide - 24 
(front) 24 (rear), Straight Pull Spokes 2-1,6 mm

CROSS
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Avanforce UD carbon, 31,8mm, wide 740 mm, Backsweep 5°, Upsweep 3°

Avanforce, -6°, Ø31,8, 80-90-100mm

Avanforce 0 offset, 27,2 x 400mm

Fizik Taiga alloy rail

SRAM GX Eagle, 12 Speed
Patilla: UDH Universal Derrailleur Hanger

SRAM GX Eagle Trigger

SRAM XG1275, 10-52T

SRAM GX Eagle CN-EAGL-GX-A1

SRAM X1 DUB Eagle Boost 34T 170-175mm

SRAM LEVEL TL Disc 180/F and 160/R

Vittoria Barzo 2.25"X 29", Tubeless ready,GRAPHENE 2.0 120 TPI

Bravo 5 EVO, XCO Racing Geometry BGC 29", Full carbon HMR2X, Triple monocoque, 
Resin Matrix Nanotech CNT, BB92 botton bracket, Active Stay, Asymmetric, Full internal 
cable system ICS2, Headset semi integrated OH2S 1-1/2", Post Mounted brake PMS, 
29"x2.35 maximun tyre, BOOST Thru axle 12x148mm, Dropout SRAM UDH, weight 
1150g

FOX 32 Rhythm Air Grip, 15QRx110mm, Tapered steerer, Remote lockout, 
Reb. Adj.,Rake 44mm, weight 1735g, 100mm travel 

OP1

OP2

OP3

FULCRUM RED ZONE 99, alloy, 23 mm internal wide - 28 
(front) 28 (rear), Straight Pull Spokes

MAVIC CROSSMAX SL S, Aluminum, 25 mm internal wide - 
24 (front) 24 (rear), Straight Pull Spokes 2-1,6 mm

MAVIC CROSSMAX XL R, Carbon, 30 mm internal wide - 24 
(front) 24 (rear), Straight Pull Spokes 2-1,6 mm

CROSS
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Avanforce UD carbon, 31,8mm, wide 740 mm, Backsweep 5°, Upsweep 3°

Avanforce, -6°, Ø31,8, 80-90-100mm

Avanforce 0 offset, 27,2 x 400mm

Fizik Taiga alloy rail

Sram GX AXS 12 Speed

SRAM GX AXS EAGLE Controller

SRAM XG1275, 10-52T

SRAM GX Eagle CN-EAGL-GX-A1

SRAM X1 DUB Eagle Boost 34T 170-175mm

SRAM LEVEL TLM Disc 180/160

Vittoria Barzo 2.25"X 29", Tubeless ready,GRAPHENE 2.0 120 TPI

Bravo 5 EVO, XCO Racing Geometry BGC 29", Full carbon HMR2X, Triple monocoque, 
Resin Matrix Nanotech CNT, BB92 botton bracket, Active Stay, Asymmetric, Full internal 
cable system ICS2, Headset semi integrated OH2S 1-1/2", Post Mounted brake PMS, 
29"x2.35 maximun tyre, BOOST Thru axle 12x148mm, Dropout SRAM UDH, weight 
1150g

Rock Shox SID SL Ultimate, Damper Type Charger Race Day, 15x110mm 
Maxle Stealth, Tapered steerer, Rake 44mm, 32mm straight wall aluminium 
Fast Black, weight 1326g , 100mm travel

OP1

OP2

OP3

FULCRUM RED ZONE 99, alloy, 23 mm internal wide - 28 
(front) 28 (rear), Straight Pull Spokes

MAVIC CROSSMAX SL S, Aluminum, 25 mm internal wide - 
24 (front) 24 (rear), Straight Pull Spokes 2-1,6 mm

MAVIC CROSSMAX XL R, Carbon, 30 mm internal wide - 24 
(front) 24 (rear), Straight Pull Spokes 2-1,6 mm

CROSS
COUNTRY



OP1

OP2

OP3

OP4

SRAM SX Eagle Aluminium cage/ 12 Speed

SRAM SX Eagle Trigger

SRAM XG1210 / 11-50 T

SRAM SX Eagle

SRAM X1 DUB Eagle Boost / 34T

SRAM Level Disc 180/F and 160/R

Avanforce 29"- 27mm TLR BUJE MT 400

Avanforce / 31,8mm / 740 mm

Avanforce /-6º/ Ø31,8/ 80,90,100

Bravo 5V2 Carbono HMR2X
Matrix Nanotech - Triple Monocasco

Rock Shox Judy TK 30mm / 100mm / 2365g

Avanforce 0 offset / 27,2 x400mm

Selle Monza Start Wide 

sport

SRAM NX Eagle / 12 Speed

SRAM NX Eagle Trigger

SRAM XG1210 / 11-50 T

SRAM SX Eagle

SRAM X1 DUB Eagle Boost / 34T

SRAM Level Disc 180/F and 160/R

Fulcrum Red Zone 99, alloy, 23 mm

Avanforce / 31,8mm / 740 mm

Avanforce /-6º/ Ø31,8/ 80,90,100

Bravo 5V2 Carbono HMR2X
Matrix Nanotech - Triple Monocasco

Rock Shox RECON SL 32mm / 100mm / 2353g

Avanforce 0 offset / 27,2 x400mm

Fizik Taiga alloy rail

5

Shimano XT RD-M8100 SGS / 12 Speed

Shimano SLX-M7100-R

Shimano SLX CS-M7100-12 / 10-51 T

Shimano M7100

RACEFACE AFFECT 34T

SRAM Level TL Disc 180/F and 160/R

Fulcrum Red Zone 99, alloy, 23 mm

Bravo 5V2 Carbono HMR2X
Matrix Nanotech - Triple Monocasco

FOX 32 Rhythm Air Grip / 100 mm

Avanforce / 31,8mm / 740 mm

Avanforce /-6º/ Ø31,8/ 80,90,100

Avanforce 0 offset / 27,2 x400mm

Fizik Taiga alloy rail

6

SRAM GX Eagle / 12 Speed

SRAM GX Eagle Trigger

SRAM XG1275 / 10-52 T

SRAM GX Eagle

SRAM X1 DUB Eagle Boost / 34T

SRAM Level TL Disc 180/F and 160/R

Fulcrum Red Zone 99 TLR, alloy, 23 mm

Avanforce UD carbon  / 31,8mm / 740 mm

Avanforce /-6º/ Ø31,8/ 80,90,100

Bravo 5V2 Carbono HMR2X
Matrix Nanotech - Triple Monocasco

FOX 32 Rhythm Air Grip / 100 mm

Avanforce 0 offset / 27,2 x400mm

Fizik Taiga alloy rail

7

SRAM GX AXS 12V

SRAM GX AXS EAGLE 

SRAM XG 1275 / 10-52 T

SRAM GX Eagle

SRAM X1 DUB Eagle Boost / 34T

SRAM Level TLM Disc 180/160

Fulcrum Red Zone 99 TLR, alloy, 23 mm

Bravo 5V2 Carbono HMR2X
Matrix Nanotech - Triple Monocasco

Rock Shox SID SL Ultimate / 32mm / 100 mm

Avanforce UD carbon  / 31,8mm / 740 mm

Avanforce /-6º/ Ø31,8/ 80,90,100

Avanforce 0 offset / 27,2 x400mm

Fizik Taiga alloy rail

9



W E L C O M E  T O  A
N E W  E R A
O F  C Y C L I N G
by



El depredador de la competición

RECORRIDO
SUSPENSIÓN DELANTERA

SUSPENSIÓN TRASERA

CONSTRUCCIÓN
RESINA

CARBONO
LINK

TALLAS

AMORTIGUADOR
TRASERO

110 MM
105 MM

MONOCOQUE
CNT NANOTECH

HMR2X / T800 - M55J
HIGH MODULE REINFORCED CARBON

TRUNNION METRIC 165X45
REMOTE LOCK

100 MM
105 MM

MONOCOQUE
CNT NANOTECH

HMR2X / T800 - M55J
HIGH MODULE REINFORCED CARBON

TRUNNION METRIC 165X45
REMOTE LOCK

110 MM
105 MM

MONOCOQUE
CNT NANOTECH

HMR2X / T800 - M55J
HIGH MODULE REINFORCED CARBON SL

TRUNNION METRIC 165X45
REMOTE LOCK

120 MM
105 MM

MONOCOQUE
CNT NANOTECH

HMR2X / T800 - M55J
HIGH MODULE REINFORCED CARBON

TRUNNION METRIC 165X45
REMOTE LOCK

S= 15,75” / 400 MM   M= 17,24” / 438 MM    L= 19,06” / 484 MM



La plataforma Mako tiene un cuadro ligero 
que coloca el  amortiguador en posición 

vertical permitiendo transferir todas las  
fuerzas de impacto de la suspensión a la 

zona más rígida y resistente  del triángulo 
delantero. 

Así es como hemos conseguido un mejor 
ratio  ligereza-resistencia y una superior 

versatilidad de funcionamiento en  las 
tres excursiones de suspensión diferentes 

(100-110-120 mm). 

 Mantenemos una estructura monopivote 
por su eficiencia en el  pedaleo, la 
reactividad, la ligereza y un mínimo 

mantenimiento.

Reach Optimizado XCO Setup
REACTIVIDAD
LIGEREZA
XCO STANDARD

32 / 100mm

+ RL 2 POS.

Án
gu

lo
 O

pt
im

iza
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XCO WC Setup
REACTIVIDAD
LIGEREZA
XCO AGRESIVO

34 / 110mm

+ RL 3 POS.
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XCO TRAIL
REACTIVIDAD
LIGEREZA
TRAIL LIGERO

35 / 120mm

+ RL 2 POS.
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do 68,2º

L A  S I N F O N Í A  P E R F E C T A  E N T R E
C I N E M Á T I C A ,  H I D R Á U L I C A  Y  N E U M Á T I C A

L A  S U S P E N S I Ó N  P A R A  U N A  N U E V A  E R A  D E L  M T B
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Recorrido Rueda

F1 F2 F3 F4

Fase 1. Muy progresiva. Sensible.
Mantiene la rueda en contacto con el terreno.

Fase 2. Punto SAG.
9% - 15%. Setup con el ciclista

Fase 3. Comportamiento Lineal.
Gran capacidad de absorción. Excelente pedaleo

Fase 4. Comportamiento Regresivo. Gran capacidad de retorno.
 Cámara de aire para frenar la suspensión al final del recorrido.



En la nueva plataforma mantenemos una construcción de la 
suspensión con sistema de monopivote por su eficacia en el 

pedaleo, reactividad, ligereza y mínimo mantenimiento.

La posición del anclaje principal de la suspensión al cuadro (Instant 
Center) es ideal para ofrecer una transferencia de potencia perfecta 

que facilitará las arrancadas y las subidas técnicas.

El diseño Assymetric aplicado al carro trasero nos permite montar en  la 
Mako platos de hasta 38T además de optimizar sus características 

estructurales.

La Mako 2022 ha mejorado la salida 
del cable desde el cuadro hacia el 
dial de bloqueo del amortiguador.

Gracias al nuevo diseño del guía cable 
se consigue una fácil adaptación y 

funcionalidad en los distintos 
modelos de amortiguador que se 

pueden montar en la Mako.

Para la versión estándar de la Mako utilizamos el carbono HMR2X utilizando las calidades T800 y M55J con 
expansores EPS y resina Nanotech CNT.

Para la versión Ultralight BR utilizamos el carbono UHM3X en las calidades T800 , T1000 y M55J con 
expan-sores EPSS más potentes y resina Nanotech CNT.

Para esta novedosa bicicleta necesitábamos construir una estructura monocasco totalmente en carbono capaz 
de lograr un elevado ratio rigidez-peso para transformar la energía del ciclista en prestaciones y un exigente 
dinamismo de conducción utilizando fibras de alto modulo T800 y T1000 por su elevada resistencia a la tracción.

Las innovaciones aportadas en términos de diseño estructural, cinemática y geometría nos permite romper 
nuevas fronteras en cuanto a versatilidad y eficacia requeridas para el moderno XC. Este mayor alcance de 
funcionalidad de la bicicleta exige al cuadro mayor resistencia a los picos de tensiones generados a su estructura 
por los saltos y el aumento de velocidad en los descensos. Por ello por primera vez utilizamos en nuestras 
bicicletas un carbono de módulo elástico ultra alto M55J por su extrema resistencia a la deformación 

confiriendo al cuadro un poderoso refuerzo y una alta fiabilidad en su estructura.

33

Peso Frameset Completo

Peso partes en Carbono
(Cuadro, carro, bieleta) 1810 gr 1515 gr

Diferencia de Peso

2247 gr 1952 gr

-295 gr

T1000. Rigidez y Ligereza. T800. Resistencia y Estabilidad. M55J. Resistencia a la deformación
              y Gran Absorción.
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Resistencia a la deformación (GPA)

T1000 Carbono
UHM3X

Carbono
HMR2X

T800

M55J

La Mako 2022.
Eficacia, reactividad, ligereza y mínimo mantenimiento.



Los rodamientos ISB Vmax. que montamos son de acero inox de 
altísima calidad, con estructura “full ball” específicos para trabajar en 
giros reducidos como basculante y bieleta. La pista del rodamiento es 
mas profunda para obtener mayor apoyo lateral, su resistencia y su 
capacidad de carga es superior en un 40% con respecto a un 
rodamiento convencional.

El cuadro de la nueva Mako esta preparado para montar el novedoso sistema de suspensiones electrónicas 
FOX Live Valve.

Su carro trasero y el triángulo delantero están preparados para montar la centralita y los sensores de este 
novedoso sistema de suspensiones activas que incrementa el grip y la estabilidad en la bicicleta.

El diseño Anti Mud Design (AMD) para favorecer la evacuación del barro y la necesidad de montar 
poderosos neumáticos de perfil marcado en la versión DC (Down Country) ha dotado a la Mako de un 
generoso espacio de rueda.

El cuidado por la integración en la nueva Mako nos ha llevado 
extender la tecnología ICS2 desde el manillar al carro trasero 
garantizando así una estética superior y la mejor protección del 
cableado.

El ancho máximo de neumático homologado en la Mako es de 
29X2.35, se pueden montar neumáticos incluso de mayores 
dimensio-nes siempre y cuando se mantenga una distancia mínima 
entre vaina y neumático de 4 mm (vigilando siempre la flexión de 
funcionamiento que pueda tener la rueda en caso de que se monten 
modelos diferentes a los de serie).

!"#$%&'()*
#)$"+ !"#$%&'()*

#)$"+



Cuando en una sola bicicleta se reúnen la extrema ligereza, 
la  reactividad más explosiva y el mejor control, el resultado 
es  una Mako que te catapulta a otro nivel de sensaciones.
La mejor bicicleta de doble suspensión jamás fabricada 
en  Berria enfocada sin concesiones ni límites a la consecución 
de lo máximo.

El depredador de la competición





FOX PERFORMANCE FLOAT DPS BERRIA MAKO 3 WC XCO Tuning
EVOL SV 3 POS adjustment, Trunion, weight 268g, 105mm travel

Avanforce 2, 31,8mm,  wide 740 mm

Avanforce, -6°, Ø31,8, 80-90-100mm

Avanforce 0 offset, 31,6 x 400mm

 Fizik Taiga alloy rail

SRAM SX Eagle Aluminum cage, 12 Speed
Patilla: UDH Universal Derrailleur Hanger

SRAM SX Eagle Trigger

SRAM XG1210, 11-50T

SRAM SX Eagle CN-EAGL-SX-A1

SRAM X1 DUB Eagle Boost 34T 170-175mm

SRAM LEVEL TL Disc 180/F and 160/R

Vittoria Barzo 2.25"X 29", Tubeless ready,GRAPHENE 2.0 120 TPI

Mako 3, XCO Racing Geometry BGC, kinematic XCO WC 105mm, Full carbon HMR2X, 
Triple moncoque, Resin Matrix Nanotech CNT, bearings full ball ISB VMAX, BB92 botton 
bracket, Active Stay, Asymmetric, Full internal cable system ICS2,  Headset semi 
integrated OH2S 1-1/2", Post Mounted brake PMS, 29"x2.35 maximun tyre, BOOST 
Thru axle 148x12, Fox Live Valve ready, weight 1810g

FOX 32 Rhythm Air Grip, 15QRx110mm, Tapered steerer, Remote lockout, 
Reb. Adj.,Rake 44mm, weight 1735g, 100mm travel 

OP1 FULCRUM RED ZONE 99, alloy, 23 mm internal wide
 - 28 (front) 28 (rear), Straight Pull Spokes

S M L

BIELAS
POTENCIA
MANILLAR

TUBO DE ASIENTO
TUBO HORIZONTAL

TUBO FRONTAL
VAINA

CAÍDA EJE PEDALIER
DISTANCIA ENTRE EJES

ÁNGULO FRONTAL
ÁNGULO TUBO SILLÍN

REACH
STACK
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50
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69,2
74,7
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595

S

168-185 CM
175
90
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105
438
50

1147,4
69,2
74,3
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605

M

183-200 CM
175
100
760

484
652
115
438
50

1181,2
69,2

74
475
613

L
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FOX PERFORMANCE FLOAT DPS BERRIA MAKO 3 WC XCO Tuning,
EVOL SV 3 POS adjustment, Trunion 165X45mm, weight 268g, 105mm travel

Avanforce 2, 31,8mm,  wide 740 mm

Avanforce, -6°, Ø31,8, 80-90-100mm

Avanforce 0 offset, 31,6 x 400mm

 Fizik Taiga alloy rail

SRAM GX Eagle, 12 Speed
Patilla: UDH Universal Derrailleur Hanger

SRAM GX Eagle Trigger

SRAM XG1275, 10-52T

SRAM GX Eagle CN-EAGL-GX-A1

SRAM X1 DUB Eagle Boost 34T 170-175mm

SRAM LEVEL TL Disc 180/F and 160/R

Vittoria Barzo 2.25"X 29" / Tubeless ready /GRAPHENE 2.0 / 120 TPI

Mako 3, XCO Racing Geometry BGC, kinematic XCO WC 105mm, Full carbon HMR2X, 
Triple moncoque, Resin Matrix Nanotech CNT, bearings full ball ISB VMAX, BB92 botton 
bracket, Active Stay, Asymmetric, Full internal cable system ICS2,  Headset semi 
integrated OH2S 1-1/2", Post Mounted brake PMS, 29"x2.35 maximun tyre, BOOST 
Thru axle 148x12, Fox Live Valve ready, weight 1810g

FOX 32 Rhythm Air Grip, 15QRx110mm, Tapered steerer, Remote lockout, 
Reb. Adj.,Rake 44mm, weight 1735g, 100mm travel 

OP1

OP2

OP3

FULCRUM RED ZONE 99, alloy, 23 mm internal wide - 28 
(front) 28 (rear), Straight Pull Spokes

MAVIC CROSSMAX SL S, Aluminum, 25 mm internal wide - 
24 (front) 24 (rear), Straight Pull Spokes 2-1,6 mm

MAVIC CROSSMAX XL R, Carbon, 30 mm internal wide - 24 
(front) 24 (rear), Straight Pull Spokes 2-1,6 mm

CROSS
COUNTRY

S M L

BIELAS
POTENCIA
MANILLAR

TUBO DE ASIENTO
TUBO HORIZONTAL

TUBO FRONTAL
VAINA

CAÍDA EJE PEDALIER
DISTANCIA ENTRE EJES

ÁNGULO FRONTAL
ÁNGULO TUBO SILLÍN

REACH
STACK

153-170 CM
170
80

760

400
577
95

438
50

1114,4
69,2
74,7
415
595

S

168-185 CM
175
90

760

438
615
105
438
50

1147,4
69,2
74,3
445
605

M

183-200 CM
175
100
760

484
652
115
438
50

1181,2
69,2

74
475
613

L



FOX PERFORMANCE FLOAT DPS BERRIA MAKO 3 WC XCO Tuning,
EVOL SV 3 POS adjustment, Trunion 165X45mm, weight 268g, 105mm travel

Avanforce UD carbon, 31,8mm, wide 740 mm, Backsweep 5°, Upsweep 3°

Avanforce, -6°, Ø31,8, 80-90-100mm

Avanforce 0 offset, 31,6 x 400mm

 Fizik Taiga alloy rail

SHIMANO XT RD-M8100 SGS, Shadow Plus, 12 Speed
Patilla: UDH Universal Derrailleur Hanger

SHIMANO SLX-M7100-R, Rapidfire Plus

SHIMANO SLX CS-M7100-12, 10-51T

Shimano M7100

RACEFACE AFFECT 34T 170-175mm

SHIMANO XT M8100 Disc 180/F and 160/R SM-RT80 rotor

Vittoria Barzo 2.25"X 29", Tubeless ready,GRAPHENE 2.0 120 TPI

Mako 3, XCO Racing Geometry BGC, kinematic XCO WC 105mm, Full carbon HMR2X, 
Triple moncoque, Resin Matrix Nanotech CNT, bearings full ball ISB VMAX, BB92 botton 
bracket, Active Stay, Asymmetric, Full internal cable system ICS2,  Headset semi 
integrated OH2S 1-1/2", Post Mounted brake PMS, 29"x2.35 maximun tyre, BOOST 
Thru axle 148x12, Fox Live Valve ready, weight 1810g

FOX 34 SC Float Performance Air Grip, 15x110mm Kabolt, Rake 44mm, 
Tapered steerer, Reb. Adj. Lockout remote 3 Position, weight 1570g, 110mm 
travel 

OP1

OP2

OP3

FULCRUM RED ZONE 99, alloy, 23 mm internal wide - 28 
(front) 28 (rear), Straight Pull Spokes

MAVIC CROSSMAX SL S, Aluminum, 25 mm internal wide - 
24 (front) 24 (rear), Straight Pull Spokes 2-1,6 mm

MAVIC CROSSMAX XL R, Carbon, 30 mm internal wide - 24 
(front) 24 (rear), Straight Pull Spokes 2-1,6 mm

CROSS
COUNTRY

S M L

BIELAS
POTENCIA
MANILLAR

TUBO DE ASIENTO
TUBO HORIZONTAL

TUBO FRONTAL
VAINA

CAÍDA EJE PEDALIER
DISTANCIA ENTRE EJES

ÁNGULO FRONTAL
ÁNGULO TUBO SILLÍN

REACH
STACK

153-170 CM
170
80

760

400
577
95

438
50

1114,4
69,2
74,7
415
595

S

168-185 CM
175
90

760

438
615
105
438
50

1147,4
69,2
74,3
445
605

M

183-200 CM
175
100
760

484
652
115
438
50

1181,2
69,2

74
475
613

L



FOX FACTORY FLOAT DPS BERRIA MAKO 3 WC XCO Tuning,
EVOL SV 3 POS adjustment, Trunion 165X45mm, weight 244g, 105mm travel

Avanforce UD carbon, 31,8mm, wide 740 mm, Backsweep 5°, Upsweep 3°

Avanforce, -6°, Ø31,8, 80-90-100mm

Avanforce 0 offset, 31,6 x 400mm

 Fizik Taiga alloy rail

SRAM GX Eagle, 12 Speed
Patilla: UDH Universal Derrailleur Hanger

SRAM GX Eagle Trigger

SRAM XG1275, 10-52T

SRAM GX Eagle CN-EAGL-GX-A1

SRAM X1 DUB Eagle Boost 34T 170-175mm

SRAM LEVEL TLM Disc 180/F 160/R

Vittoria Barzo 2.25"X 29", Tubeless ready,GRAPHENE 2.0 120 TPI

Mako 3, XCO Racing Geometry BGC, kinematic XCO WC 105mm, Full carbon HMR2X, 
Triple moncoque, Resin Matrix Nanotech CNT, bearings full ball ISB VMAX, BB92 botton 
bracket, Active Stay, Asymmetric, Full internal cable system ICS2,  Headset semi 
integrated OH2S 1-1/2", Post Mounted brake PMS, 29"x2.35 maximun tyre, BOOST 
Thru axle 148x12, Fox Live Valve ready, weight 1810g

FOX 34 SC Float Factory Air, Kashima FIT4, 15x110mm Kabolt, Axle 44mm 
offset, Tapered steerer, Reb. Adj., Lockout remote 3 Position, weight 1623g, 
110mm travel

OP1

OP2

OP3

FULCRUM RED ZONE 99, alloy, 23 mm internal wide - 28 
(front) 28 (rear), Straight Pull Spokes

MAVIC CROSSMAX SL S, Aluminum, 25 mm internal wide - 
24 (front) 24 (rear), Straight Pull Spokes 2-1,6 mm

MAVIC CROSSMAX XL R, Carbon, 30 mm internal wide - 24 
(front) 24 (rear), Straight Pull Spokes 2-1,6 mm

CROSS
COUNTRY

S M L

BIELAS
POTENCIA
MANILLAR

TUBO DE ASIENTO
TUBO HORIZONTAL

TUBO FRONTAL
VAINA

CAÍDA EJE PEDALIER
DISTANCIA ENTRE EJES

ÁNGULO FRONTAL
ÁNGULO TUBO SILLÍN

REACH
STACK

153-170 CM
170
80

760

400
577
95

438
50

1114,4
69,2
74,7
415
595

S

168-185 CM
175
90

760

438
615
105
438
50

1147,4
69,2
74,3
445
605

M

183-200 CM
175
100
760

484
652
115
438
50

1181,2
69,2

74
475
613

L



FOX PERFORMANCE FLOAT DPS BERRIA MAKO 3 WC XCO Tuning,
EVOL SV 3 POS adjustment, Trunion 165X45mm, weight 268g, 105mm travel

Avanforce UD carbon, 31,8mm, wide 740 mm, Backsweep 5°, Upsweep 3°

Avanforce, -6°, Ø31,8, 80-90-100mm

Avanforce 0 offset, 31,6 x 400mm

 Fizik Taiga alloy rail

SRAM GX AXS 12 Speed

SRAM GX AXS EAGLE Controller

SRAM XG1275, 10-52T

SRAM GX Eagle CN-EAGL-GX-A1

SRAM X1 DUB Eagle Boost 34T 170-175mm

SRAM LEVEL TLM Disc 180/F 160/R

Vittoria Barzo 2.25"X 29", Tubeless ready,GRAPHENE 2.0 120 TPI

Mako 3, XCO Racing Geometry BGC, kinematic XCO WC 105mm, Full carbon HMR2X, 
Triple moncoque, Resin Matrix Nanotech CNT, bearings full ball ISB VMAX, BB92 botton 
bracket, Active Stay, Asymmetric, Full internal cable system ICS2,  Headset semi 
integrated OH2S 1-1/2", Post Mounted brake PMS, 29"x2.35 maximun tyre, BOOST 
Thru axle 148x12, Fox Live Valve ready, weight 1810g

FOX 34 SC Float Performance Air Grip, 15x110mm Kabolt, Rake 44mm, 
Tapered steerer, Reb. Adj. Lockout remote 3 Position, weight 1570g, 110mm 
travel 

OP1

OP2

OP3

FULCRUM RED ZONE 99, alloy, 23 mm internal wide - 28 
(front) 28 (rear), Straight Pull Spokes

MAVIC CROSSMAX SL S, Aluminum, 25 mm internal wide - 
24 (front) 24 (rear), Straight Pull Spokes 2-1,6 mm

MAVIC CROSSMAX XL R, Carbon, 30 mm internal wide - 24 
(front) 24 (rear), Straight Pull Spokes 2-1,6 mm

CROSS
COUNTRY

S M L

BIELAS
POTENCIA
MANILLAR

TUBO DE ASIENTO
TUBO HORIZONTAL

TUBO FRONTAL
VAINA

CAÍDA EJE PEDALIER
DISTANCIA ENTRE EJES

ÁNGULO FRONTAL
ÁNGULO TUBO SILLÍN

REACH
STACK

153-170 CM
170
80

760

400
577
95

438
50

1114,4
69,2
74,7
415
595

S

168-185 CM
175
90

760

438
615
105
438
50

1147,4
69,2
74,3
445
605

M

183-200 CM
175
100
760

484
652
115
438
50

1181,2
69,2

74
475
613

L



FOX FACTORY FLOAT DPS BERRIA MAKO 3 WC XCO Tuning
EVOL SV 3 POS adjustment, Trunion 165X45mm, weight 244g, 105mm travel

Avanforce UD carbon, 31,8mm, wide 740 mm, Backsweep 5°, Upsweep 3°

Avanforce, -6°, Ø31,8, 80-90-100mm

Avanforce 0 offset, 31,6 x 400mm

 Fizik Taiga alloy rail

SRAM GX AXS 12 Speed

SRAM GX AXS EAGLE Controller

SRAM XG1275, 10-52T

SRAM GX Eagle CN-EAGL-GX-A1

SRAM X1 DUB Eagle Boost 34T 170-175mm

SRAM LEVEL TLM Disc 180/F 160/R

Vittoria Barzo 2.25"X 29", Tubeless ready,GRAPHENE 2.0 120 TPI

Mako 3, XCO Racing Geometry BGC, kinematic XCO WC 105mm, Full carbon HMR2X, 
Triple moncoque, Resin Matrix Nanotech CNT, bearings full ball ISB VMAX, BB92 botton 
bracket, Active Stay, Asymmetric, Full internal cable system ICS2,  Headset semi 
integrated OH2S 1-1/2", Post Mounted brake PMS, 29"x2.35 maximun tyre, BOOST 
Thru axle 148x12, Fox Live Valve ready, weight 1810g

FOX 34 SC Float Factory Air, Kashima FIT4, 15x110mm Kabolt, Axle 44mm 
offset, Tapered steerer, Reb. Adj., Lockout remote 3 Position, weight 1623g, 
110mm travel

OP1

OP2

OP3

FULCRUM RED ZONE 99, alloy, 23 mm internal wide - 28 
(front) 28 (rear), Straight Pull Spokes

MAVIC CROSSMAX SL S, Aluminum, 25 mm internal wide - 
24 (front) 24 (rear), Straight Pull Spokes 2-1,6 mm

MAVIC CROSSMAX XL R, Carbon, 30 mm internal wide - 24 
(front) 24 (rear), Straight Pull Spokes 2-1,6 mm

CROSS
COUNTRY

S M L

BIELAS
POTENCIA
MANILLAR

TUBO DE ASIENTO
TUBO HORIZONTAL

TUBO FRONTAL
VAINA

CAÍDA EJE PEDALIER
DISTANCIA ENTRE EJES

ÁNGULO FRONTAL
ÁNGULO TUBO SILLÍN

REACH
STACK

153-170 CM
170
80

760

400
577
95

438
50

1114,4
69,2
74,7
415
595

S

168-185 CM
175
90

760

438
615
105
438
50

1147,4
69,2
74,3
445
605

M

183-200 CM
175
100
760

484
652
115
438
50

1181,2
69,2

74
475
613

L



FOX FACTORY FLOAT DPS BERRIA MAKO 3 WC XCO Tuning
EVOL SV 3 POS adjustment, Trunion 165X45mm, weight 244g, 105mm travel

Avanforce Ltd Intagrated handelbar UD carbon Backsweep 9°, wide 740 mm

Avanforce 0 offset, 31,6 x 400mm

 Fizik Taiga alloy rail

SRAM XG1275, 10-52T

SRAM GX Eagle CN-EAGL-GX-A1

SRAM X1 DUB Eagle Boost 34T 170-175mm

SRAM LEVEL TLM Disc 180/F 160/R

Vittoria Barzo 2.25"X 29", Tubeless ready,GRAPHENE 2.0 120 TPI

Mako 3 BR, XCO Racing Geometry BGC, kinematic XCO WC 105mm, Full carbon 
UHM3X, Triple moncoque, Resin Matrix Nanotech CNT, bearings full ball ISB VMAX, 
BB92 botton bracket, Active Stay, Asymmetric, Full internal cable system ICS2,  Headset 
semi integrated OH2S 1-1/2", Post Mounted brake PMS, 29"x2.35 maximun tyre, 
BOOST Thru axle 148x12, Fox Live Valve ready, weight 1515g

FOX 34 SC Float Factory Air, Kashima FIT4, 15x110mm Kabolt, Axle 44mm 
offset, Tapered steerer, Reb. Adj., Lockout remote 3 Position, weight 1623g, 
110mm travel

OP1

OP2

OP3

FULCRUM RED METAL 500, alloy, 27 mm internal wide - 28 
(front) 28 (rear), Straight Pull Spokes

MAVIC CROSSMAX XL R, Carbon, 30 mm internal wide - 24 
(front) 24 (rear), Straight Pull Spokes 2-1,6 mm

MAVIC CROSSMAX ULTIMATE, Carbon, 30 mm internal 
wide - 24 (front) 24 (rear), Straight Pull Spokes 2-1,6 mm 

CROSS
COUNTRY

S M L

BIELAS
POTENCIA
MANILLAR

TUBO DE ASIENTO
TUBO HORIZONTAL

TUBO FRONTAL
VAINA

CAÍDA EJE PEDALIER
DISTANCIA ENTRE EJES

ÁNGULO FRONTAL
ÁNGULO TUBO SILLÍN

REACH
STACK

153-170 CM
170
80

760

400
577
95

438
50

1114,4
69,2
74,7
415
595

S

168-185 CM
175
90

760

438
615
105
438
50

1147,4
69,2
74,3
445
605

M

183-200 CM
175
100
760

484
652
115
438
50

1181,2
69,2

74
475
613

L

SRAM GX AXS 12 Speed

SRAM GX AXS EAGLE Controller



FOX FACTORY FLOAT DPS BERRIA MAKO 3 WC XCO Tuning
EVOL SV 3 POS adjustment, Trunion 165X45mm, weight 244g, 105mm travel

Avanforce Ltd Intagrated handelbar UD carbon Backsweep 9°, wide 740 mm

Darimo T1 Loop UD Carbon, 0 offset, 31,6 x 400mm, weight 89g

Saevid Alien, Carbon rails, vide143mm, weight 79g

SRAM XX1 Eagle AXS, 12 Speed, Wireless Electronic Shift System
Patilla: UDH Universal Derrailleur Hanger

SRAM XX1 Eagle AXS Controller

SRAM XX1, XG1299, 10-52T, Copper 

SRAM CN XX1 Eagle Copper

SRAM XX1 DUB Eagle Boost Carbon Crankarm 34T 170-175mm

SRAM LEVEL ULTIMATE Disc, tool free reach adjust, 180/F and 160/R

Vittoria Barzo 2.25"X 29", Tubeless ready,GRAPHENE 2.0 120 TPI

Mako 3 BR, XCO Racing Geometry BGC, kinematic XCO WC 105mm, Full carbon 
UHM3X, Triple moncoque, Resin Matrix Nanotech CNT, bearings full ball ISB VMAX, 
BB92 botton bracket, Active Stay, Asymmetric, Full internal cable system ICS2,  Headset 
semi integrated OH2S 1-1/2", Post Mounted brake PMS, 29"x2.35 maximun tyre, 
BOOST Thru axle 148x12, Fox Live Valve ready, weight 1515g

FOX 34 SC Float Factory Air, Kashima FIT4, 15x110mm Kabolt, Axle 44mm 
offset, Tapered steerer, Reb. Adj., Lockout remote 3 Position, weight 1623g, 
110mm travel

OP1

OP2

OP3

OP4

FULCRUM RED METAL 500, alloy, 27 mm internal wide - 28 
(front) 28 (rear), Straight Pull Spokes

MAVIC CROSSMAX XL R, Carbon, 30 mm internal wide - 24 
(front) 24 (rear), Straight Pull Spokes 2-1,6 mm

MAVIC CROSSMAX ULTIMATE, Carbon, 30 mm internal 
wide - 24 (front) 24 (rear), Straight Pull Spokes 2-1,6 mm 

 PIROPE RL DUKE LUCKY JACK 6ters, Carbon, 28mm 
internal wide 28 (front) 28 (rear), VECTRAN Straight Pull 

CROSS
COUNTRY

S M L

BIELAS
POTENCIA
MANILLAR

TUBO DE ASIENTO
TUBO HORIZONTAL

TUBO FRONTAL
VAINA

CAÍDA EJE PEDALIER
DISTANCIA ENTRE EJES

ÁNGULO FRONTAL
ÁNGULO TUBO SILLÍN

REACH
STACK

153-170 CM
170
80

760

400
577
95

438
50

1114,4
69,2
74,7
415
595

S

168-185 CM
175
90

760

438
615
105
438
50

1147,4
69,2
74,3
445
605

M

183-200 CM
175
100
760

484
652
115
438
50

1181,2
69,2

74
475
613

L



Con la Mako DC (Down Country) conseguimos mantener las  
buenas cualidades de pedaleo y rendimiento de la nueva Mako  
XCO en subida y en recorridos rápidos.
En descenso, marca la  diferencia el pack de 
componentes 
específicos DC en  términos de seguridad, velocidad y 
polivalencia. La Mako DC te da una confianza y seguridad extra 
en las bajadas en las que antes no te atrevías...

Para el rider que no renuncia a nada



Rock Shox SIDLuxe ULTIMATE BERRIA MAKO 3 WC XCO Tuning, Debon Air
Lockout remote 2 POS adjustement, Trunion 165X45mm, 105mm travel

Avanforce 2, 31,8mm, wide 780 mm

Avanforce, -6°, Ø31,8, 80-90-100mm

Crank Brothers HIGHLINE 3 Dropper Aluminum 7075-T6
7° offset, 31,6 x 421mm, weight 545g, 125mm travel

Fizik Taiga alloy rail

SHIMANO XT RD-M8100 SGS, Shadow Plus, 12 Speed
Patilla: UDH Universal Derrailleur Hanger

SHIMANO SLX-M7100-R, Rapidfire Plus

SHIMANO SLX CS-M7100-12, 10-51T

Shimano M7100

RACEFACE AFFECT 34T 170-175mm

SRAM LEVEL G2 R Disc, tool free reach adjust, 4 Pistons, 200/F and 180/R

Vittoria Barzo 2.35"X 29", Tubeless ready,GRAPHENE 2.0 120 TPI

Mako 3, Down Country Geometry BGC, kinematic XCO WC 105mm, Full carbon 
HMR2X, Triple moncoque, Resin Matrix Nanotech CNT, bearings full ball ISB VMAX, 
BB92 botton bracket, Active Stay, Asymmetric, Full internal cable system ICS2,  Headset 
semi integrated OH2S 1-1/2", Post Mounted brake PMS, 29"x2.35 maximun tyre, 
BOOST Thru axle 148x12, Fox Live Valve ready, weight 1810g

Rock Shox SID Select RL, Damper Type Charger RL, 15x110mm Maxle 
Stealth, Rake 44mm, Tapered steerer, 35 mm straight wall aluminium Fast 
Black, Lockout remote, weight 1671g, 120mm travel

OP1

OP2

FULCRUM RED METAL 500, alloy, 27 mm internal wide - 28 
(front) 28 (rear), Straight Pull Spokes

MAVIC CROSSMAX XL R, Carbon, 30 mm internal wide - 24 
(front) 24 (rear), Straight Pull Spokes 2-1,6 mm

down
COUNTRY

S M L

BIELAS
POTENCIA
MANILLAR

TUBO DE ASIENTO
TUBO HORIZONTAL

TUBO FRONTAL
VAINA

CAÍDA EJE PEDALIER
DISTANCIA ENTRE EJES

ÁNGULO FRONTAL
ÁNGULO TUBO SILLÍN

REACH
STACK

153-170 CM
170
80

760

400
581
95

438
42

1117,2
68,2
74,2
407
605

S

168-185 CM
175
90

760

438
619
105
438
42

1150,4
68,2
73,7
427
615

M

183-200 CM
175
100
760

484
659
115
438
42

1184,2
68,2
73,4
469
623

L



R 232 ONE BERRIA MAKO 3 WC XCO Tuning, Incontrol system damper RL
 Lockout remote 3 POS adjustement, Trunnion 165X45mm, 105mm travel

Avanforce UD carbon, 31,8mm, wide 780 mm, Rise 25mm, Backsweep 7°

Avanforce, -6°, Ø31,8, 80-90-100mm

DT Swiss D232 ONE, 0 offset, 30,9 x 400mm, weight 370g, 60mm travel

Fizik Taiga alloy rail

SRAM GX Eagle, 12 Speed
Patilla: UDH Universal Derrailleur Hanger

SRAM GX Eagle Trigger

SRAM XG1275, 10-52T

SRAM GX Eagle CN-EAGL-GX-A1

SRAM X1 DUB Eagle Boost 34T 170-175mm

SRAM LEVEL G2 RSC Disc tool free reach adjust, 4 Pistons, 200/F and 180/R

Vittoria Barzo 2.35"X 29", Tubeless ready,GRAPHENE 2.0 120 TPI

Mako 3, Down Country Geometry BGC, kinematic XCO WC 105mm, Full carbon 
HMR2X, Triple moncoque, Resin Matrix Nanotech CNT, bearings full ball ISB VMAX, 
BB92 botton bracket, Active Stay, Asymmetric, Full internal cable system ICS2,  Headset 
semi integrated OH2S 1-1/2", Post Mounted brake PMS, 29"x2.35 maximun tyre, 
BOOST Thru axle 148x12, Fox Live Valve ready, weight 1810g

DT Swiss R232 ONE 29 120, Incontrol system damper RL, 15x110 Thru axle 
Boost, Rake 51mm, Tapered steerer, Lockout remote, weight 1510g, 120mm 
travel

OP1

OP2

FULCRUM RED METAL 500, alloy, 27 mm internal wide - 28 
(front) 28 (rear), Straight Pull Spokes

MAVIC CROSSMAX XL R, Carbon, 30 mm internal wide - 24 
(front) 24 (rear), Straight Pull Spokes 2-1,6 mm

down
COUNTRY

S M L

BIELAS
POTENCIA
MANILLAR

TUBO DE ASIENTO
TUBO HORIZONTAL

TUBO FRONTAL
VAINA

CAÍDA EJE PEDALIER
DISTANCIA ENTRE EJES

ÁNGULO FRONTAL
ÁNGULO TUBO SILLÍN

REACH
STACK

153-170 CM
170
80

760

400
581
95

438
42

1117,2
68,2
74,2
407
605

S

168-185 CM
175
90

760

438
619
105
438
42

1150,4
68,2
73,7
427
615

M

183-200 CM
175
100
760

484
659
115
438
42

1184,2
68,2
73,4
469
623

L



Rock Shox SIDLuxe ULTIMATE BERRIA MAKO 3 WC XCO Tuning, Debon Air
Lockout remote 2 POS adjustement, Trunion 165X45mm, 105mm travel

Avanforce UD carbon, 31,8mm, wide 780 mm, Rise 25mm, Backsweep 7°

Avanforce, -6°, Ø31,8, 80-90-100mm

SRAM REVERB AXS 0 offset / 31,6 x 403 125 Travel

Fizik Taiga alloy rail

SRAM XG1275, 10-52T

SRAM GX Eagle CN-EAGL-GX-A1

SRAM X1 DUB Eagle Boost Carbon Crankarm 34T 170-175mm

SRAM LEVEL G2 RSC Disc tool free reach adjust, 4 Pistons, 200/F and 180/R

Vittoria Barzo 2.35"X 29", Tubeless ready,GRAPHENE 2.0 120 TPI

Mako 3, Down Country Geometry BGC, kinematic XCO WC 105mm, Full carbon 
HMR2X, Triple moncoque, Resin Matrix Nanotech CNT, bearings full ball ISB VMAX, 
BB92 botton bracket, Active Stay, Asymmetric, Full internal cable system ICS2,  Headset 
semi integrated OH2S 1-1/2", Post Mounted brake PMS, 29"x2.35 maximun tyre, 
BOOST Thru axle 148x12, Fox Live Valve ready, weight 1810g

Rock Shox SID Ultimate, Damper Type Charger Race Day, 15x110mm Maxle 
Stealth, Rake 44mm, Tapered steerer, 35 mm straight wall aluminium Fast 
Black, Lockout remote, weight 1537 g, 120mm travel

OP1

OP2

FULCRUM RED METAL 500, alloy, 27 mm internal wide - 28 
(front) 28 (rear), Straight Pull Spokes

MAVIC CROSSMAX XL R, Carbon, 30 mm internal wide - 24 
(front) 24 (rear), Straight Pull Spokes 2-1,6 mm

down
COUNTRY

S M L

BIELAS
POTENCIA
MANILLAR

TUBO DE ASIENTO
TUBO HORIZONTAL

TUBO FRONTAL
VAINA

CAÍDA EJE PEDALIER
DISTANCIA ENTRE EJES

ÁNGULO FRONTAL
ÁNGULO TUBO SILLÍN

REACH
STACK

153-170 CM
170
80

760

400
581
95

438
42

1117,2
68,2
74,2
407
605

S

168-185 CM
175
90

760

438
619
105
438
42

1150,4
68,2
73,7
427
615

M

183-200 CM
175
100
760

484
659
115
438
42

1184,2
68,2
73,4
469
623

L

SRAM GX AXS 12 Speed

SRAM GX AXS EAGLE Controller



OP1

OP2

OP3

OP4

SRAM SX Eagle Aluminium cage/ 12 Speed

SRAM SX Eagle Trigger

SRAM XG1210 / 11-50 T

SRAM SX Eagle

SRAM X1 DUB Eagle Boost / 34T

SRAM Level Disc 180/F and 160/R

Fulcrum Red Zone 99, Alloy, 23 mm

Avanforce / 31,8mm / 740 mm

Fox Performance Float / 105mm

Avanforce /-6º/ Ø31,8/ 80,90,100

Mako 3 Carbono HMR2X
Matrix Nanotech - Triple Monocasco

Fox 32 Rhythm Air Grip 32mm / 100 mm

Avanforce 0 offset / 27,2 x400mm

Fizik Taiga Alloy Rail

4

SRAM GX Eagle 12 Speed

SRAM GX Eagle Trigger

SRAM XG1275 / 10-52 T

SRAM GX Eagle

SRAM X1 DUB Eagle Boost / 34T

SRAM Level TL Disc 180/F and 160/R

Fulcrum Red Zone 99, Alloy, 23 mm

Mavic Crossmax SL S, Alloy 25 mm

Mavic Crossmax XL R, Carbon, 30 mm

Avanforce / 31,8mm / 740 mm

Fox Performance Float / 105mm

Avanforce /-6º/ Ø31,8/ 80,90,100

Mako 3 Carbono HMR2X
Matrix Nanotech - Triple Monocasco

Fox 32 Rhythm Air Grip 32mm / 100 mm

Avanforce 0 offset / 27,2 x400mm

Fizik Taiga Alloy Rail

5

SHIMANO XT RD-M8100, 12 Speed

SHIMANO SLX-M7100

SHIMANO SLX CS-M7100 / 10-51T

SHIMANO M7100

RACEFACE AFFECT 34T

SHIMIANO XT M8100 180/F 160/R

Fulcrum Red Zone 99, Alloy, 23 mm

Mavic Crossmax SL S, Alloy 25 mm

Mavic Crossmax XL R, Carbon, 30 mm

Avanforce Carbon / 31,8mm / 740 mm

Fox Performance Float / 105mm

Avanforce /-6º/ Ø31,8/ 80,90,100

Mako 3 Carbono HMR2X
Matrix Nanotech - Triple Monocasco

Fox 34 SC Float Perf. 34mm / 110 mm

Avanforce 0 offset / 27,2 x400mm

Fizik Taiga Alloy Rail

6

SRAM GX Eagle 12 Speed

SRAM GX Eagle Trigger

SRAM XG1275 / 10-52 T

SRAM GX Eagle

SRAM X1 DUB Eagle Boost / 34T

SRAM Level TLM Disc 180/F and 160/R

Fulcrum Red Zone 99, Alloy, 23 mm

Mavic Crossmax SL S, Alloy 25 mm

Mavic Crossmax XL R, Carbon, 30 mm

Avanforce Carbon / 31,8mm / 740 mm

Fox FACTORY Float / 105mm

Avanforce /-6º/ Ø31,8/ 80,90,100

Mako 3 Carbono HMR2X
Matrix Nanotech - Triple Monocasco

Fox 34 SC Float FACTORY 34mm / 110 mm

Avanforce 0 offset / 27,2 x400mm

Fizik Taiga Alloy Rail

7

SRAM GX AXS 12 speed

SRAM GX AXS EAGLE Controller

SRAM XG1275 / 10-52 T

SRAM GX Eagle

SRAM X1 DUB Eagle Boost / 34T

SRAM Level TLM Disc 180/F and 160/R

Fulcrum Red Zone 99, Alloy, 23 mm

Mavic Crossmax SL S, Alloy 25 mm

Mavic Crossmax XL R, Carbon, 30 mm

Avanforce Carbon / 31,8mm / 740 mm

Fox Performance Float / 105mm

Avanforce /-6º/ Ø31,8/ 80,90,100

Mako 3 Carbono HMR2X
Matrix Nanotech - Triple Monocasco

Fox 34 SC Float Perf. 34mm / 110 mm

Avanforce 0 offset / 27,2 x400mm

Fizik Taiga Alloy Rail

8

SRAM GX AXS 12 speed

SRAM GX AXS EAGLE Controller

SRAM XG1275 / 10-52 T

SRAM GX Eagle

SRAM X1 DUB Eagle Boost / 34T

SRAM Level TLM Disc 180/F and 160/R

Fulcrum Red Zone 99, Alloy, 23 mm

Mavic Crossmax SL S, Alloy 25 mm

Mavic Crossmax XL R, Carbon, 30 mm

Avanforce Carbon / 31,8mm / 740 mm

Fox FACTORY Float / 105mm

Avanforce /-6º/ Ø31,8/ 80,90,100

Mako 3 Carbono HMR2X
Matrix Nanotech - Triple Monocasco

Fox 34 SC Float FACTORY 34mm / 110 mm

Avanforce 0 offset / 27,2 x400mm

Fizik Taiga Alloy Rail

9



OP1

OP2

OP3

OP4

SRAM GX AXS 12 speed

SRAM GX AXS EAGLE Controller

SRAM XG1275, 10-52T

SRAM GX Eagle

SRAM X1 DUB Eagle Boost / 34T

SRAM Level TLM Disc 180/F and 160/R

Fulcrum Red Metal 500, Alloy, 27 mm

Mavic Crossmax XL R, Carbon, 30 mm

Mavic Crossmax Ultimate, Carbon, 30 mm

Avanforce LTD integrated Carbon / 740 mm

Fox FACTORY Float / 105mm

Mako 3 BR Carbono UHM3X
Matrix Nanotech - Triple Monocasco

Avanforce 0 offset / 27,2 x400mm

Fizik Taiga Alloy Rail

Fox 34 SC Float FACTORY
Kashima 34mm / 110 mm

9

SRAM XX1 Eagle AXS 12 Speed

SRAM XX1 Eagle AXS Controller

SRAM XX1, 10-52T Cooper

SRAM CN XX1 Eagle Cooper

SRAM XX1 DUB Eagle Boost / 34T

SRAM Level ULTIMATE Disc 180/F and 160/R

Fulcrum Red Metal 500, Alloy, 27 mm

Mavic Crossmax XL R, Carbon, 30 mm

Mavic Crossmax Ultimate, Carbon, 30 mm

Pirope RL Duke Lucky Jack, Carbon, 28 mm

Avanforce LTD integrated Carbon / 740 mm

Fox FACTORY Float / 105mm

Mako 3 BR Carbono UHM3X
Matrix Nanotech - Triple Monocasco

Fox 34 SC Float FACTORY
Kashima 34mm / 110 mm

Darimo T1 Loop Carbon

Saevid Alien, Carbon Rails

LTD

SHIMANO XT RD-M8100, 12 Speed

SHIMANO SLX-M7100

SHIMANO SLX CS-M7100 / 10-51T

SHIMANO M7100

RACEFACE AFFECT 34T

SRAM Level G2 R Disc, 200/F and 180/R

Fulcrum Red Metal 500, Alloy, 27 mm

Mavic Crossmax XL R, Carbon, 30 mm

Avanforce / 31,8mm / 780 mm

Rock Shox SidLuxe Ultimate / 105mm

Avanforce /-6º/ Ø31,8/ 80,90,100

Mako 3 DC Carbono HMR2X
Matrix Nanotech - Triple Monocasco

Rock Shox SID Select RL / 120mm

Crank Brothers HIGHLINE 3

Fizik Taiga Alloy Rail

dc 6

SRAM GX Eagle 12 Speed

SRAM GX Eagle Trigger

SRAM XG1275 / 10-52 T

SRAM GX Eagle

SRAM X1 DUB Eagle Boost / 34T

SRAM Level G2 RSC Disc, 200/f and 180/R

Avanforce Carbon / 31,8mm / 780 mm

DT SWISS R232 ONE / 105 mm

Avanforce /-6º/ Ø31,8/ 80,90,100

Mako 3 DC Carbono HMR2X
Matrix Nanotech - Triple Monocasco

DT SWISS R232 ONE / 120 mm

DT SWISS D232 ONE 

Fizik Taiga Alloy Rail

Fulcrum Red Metal 500, Alloy, 27 mm

Mavic Crossmax XL R, Carbon, 30 mm

dc 8

SRAM GX AXS 12 speed

SRAM GX AXS EAGLE Controller

SRAM XG1275 / 10-52 T

SRAM GX Eagle

SRAM X1 DUB Eagle Boost / 34T

SRAM Level G2 RSC Disc, 200/f and 180/R

Fulcrum Red Metal 500, Alloy, 27 mm

Mavic Crossmax XL R, Carbon, 30 mm

Avanforce Carbon / 31,8mm / 780 mm

Rock Shox SidLuxe Ultimate / 105mm

Avanforce /-6º/ Ø31,8/ 80,90,100

Mako 3  DC Carbono HMR2X
Matrix Nanotech - Triple Monocasco

Rock Shox SID Ultimate 120 mm

SRAM Reverb AXS

Fizik Taiga Alloy Rail

dc 9
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Deportiva y ligera, suave y potente, manejable y veloz.
La evolución imparable.

hybrid
La nueva Belador Hybrid es la e-bike de carretera llamada a ser 
la referente en su categoría, la perfecta integración de la 
aerodi-námica con el rendimiento del motor eléctrico.

Con sus prestaciones Racing, de superdeportiva al más alto 
nivel, te olvidarás que pedaleas en una eléctrica. Entrarás en una 
nueva dimensión disfrutando de una nueva forma de practicar 
ciclismo, con autonomía, potencia, velocidad y gran rendimiento, 
con su extraordinario motor Polini de gran potencia y suavidad, 
además de silencioso.



PESO DEL CUADRO

CONSTRUCCIÓN
RESINA

CARBONO

TALLAS

2600 GR

ALUMINIO 6061

hybrid hp

2200 GR

Triple Monocasco
Mach-R
HM2X

hybrid

XS= 154-165 CM / S= 164-176 CM / M= 176-185 CM / L= 186-192CM / XL= +192CM

Deportiva y ligera, suave y potente, manejable y veloz.
La evolución imparable.

hybrid



hybrid



AERODINÁMICA Y TAN LIGERA QUE NO CREERÁS QUE ES ELÉCTRICA

Fabricada completamente en carbono HM2X con resina reforzada Mach-R, utiliza dos tipos de fibras de alto modulo (Toray T700 y T800) 
aportando una extrema resistencia mecánica al cuadro, necesaria para soportar las vibraciones generadas por la motorización eléctrica sobre el 
mismo,  con un peso total de 2.200 gramos.

El cuadro a su vez se distingue por su gran rendimiento, al disponer de vainas cortas de 420 mm, lo que significa, reactividad y mayor eficiencia 
orientadas al ahorro de la batería.

Integración del cableado ICS2 (manillar-potencia-cableado) ofrece una  imagen estética integrada sin cables a la vista.

Creada a partir de la tecnología Aero Shape Efficiency (ASE) cuyo objetivo es mejorar la eficiencia aerodinámica, con el Análisis 3D Dinámico, 
conseguimos el mejor ratio entre ligereza-eficiencia estructural. Una bicicleta completa capaz de ofrecer las más altas prestaciones en todas 
las situaciones frente a la resistencia del aire. Su combinación perfecta de aerodinámica, ligereza, potencia y autonomía, la convierten en la 
e-bike más poderosa del momento. 



El sistema FMS, El sistema de freno FLAT MOUNT SYSTEM destaca por 
su anclaje directo entre la pinza y disco para lograr el mejor 
rendimiento de frenada en un cuadro de carretera disco.

Dirección sobredimensionada O2HS, 1 ½" - 1 ½", con el que se consigue 
una rigidez extrema en el frontal de dirección, y se aumenta la 
estabilidad en cualquier situación, transmitiendo al ciclista una 
conducción exacta y segura.

La batería de 500 Wh, de peso 2.620 gramos, está fabricada con la 
última generación de la tecnología de iones de litio, ofreciendo más 
kilómetros en cada carga, consiguiendo rodar distancias superiores a 
los 180 km de autonomía con la propia batería del cuadro.

Si la palabra clave es la “integración”, el tamaño de la batería elimina el 
concepto de batería aparatosa, a la vez que dispone de una simple y 
ligera carcasa en ABS de  diseño integrado,  donde son accesibles el 
botón de ON/OFF, el conector de carga, la llave de seguridad y es 
perfectamente visible el nivel de carga de la batería. Además, su 
diseño inédito con ajuste deslizante, permite la fácil instalación del 
indispensable porta bidón.

Batería integrada en el 
cuadro con alto rango de 

kilometraje.

Deportiva y ligera, 
suave y potente,

manejable y veloz,
la evolución imparable.



POLINI EP3+ Tuning BR HYBRID Engine Control Unit , Nominal 
performances 250W - 70Nm, Peak performances 500W, 137mm 

bottom bracket width, weight 2850g

POLINI 500Wh 36V 13,8Ah, 2620g

POLINI Color display TFT 3" High-contrast LCD, APP 3 Engine Maps 
TOURING - DYNAMIC - RACE, 10 features, USB port, Bluetooth 

comunication, ANT+ comunication, ROAD handlebar support"

Polini EP3 Charger UE 220-240V 3A

XS S M L
154-165 CM

170BIELAS
90POTENCIA

400MANILLAR

470TUBO DE ASIENTO
514TUBO HORIZONTAL
125TUBO FRONTAL
403VAINA
74CAÍDA EJE PEDALIER

965DISTANCIA ENTRE EJES
71ÁNGULO FRONTAL

75,1ÁNGULO TUBO SILLÍN
368REACH
526STACK

XS

165-176 CM
172,5
100
420

510
533
141
403
72

980
71,5
74,7
382
541

S

176-185 CM
172,5
100
420

540
551
157
405
72

993
72

74,3
392
558

M

185-192 CM
175
110
420

570
569
176
405
72

1003
72,5
73,9
401
578

L

XL
+192 CM

175
120
440

600
589
193
405
72

1015
73

73,5
412
596

L

Avanforce UD Carbon, wide 400, 420, 440 mm

FSA NS SR ACR Integration System Ø31,8 mm, -6°, 1-1/8"
Aluminum 6061, 80-90-100-110-120mm

Belador Hybrid Integrated Concept Carbon, 20 mm offset

Selle Italia MODEL X BB FEC, Alloy rails, wide 143mm

Shimano Ultegra FD-R8000

SHIMANO ULTEGRA RD-R8000-SS 22 Speed
Patilla:Belador Hybrid R-24

SHIMANO ULTEGRA ST-R8020 Carbon Dual control 22 Speed

Shimano Ultegra CS-R8000 11-30TBelador Hybrid, Endurance Geometry BGC Aero Shape Efficiency (ASE), Full carbon 
HM2X, Triple monocoque, Resin reinforced Mach-R, Full internal cable system ICS2, 
Headset semi integrated OH2S 1-1/8" -  1-1/2", Flat Mount System brake, 700x32 
maximun tyre, Thru axle 12x142mm, weight 2200g

Belador Hybrid 2 full carbon fork, internal cable system ICS2, 1-1/8" - 1-1/2" 
Tappered head tube compatible, Flat Mount System brake, 700x32 
maximun tyre, Thru axle 12x100mm, weight 430g

OP1

OP2

OP3

FULCRUM 800 DB, Aluminium, TLR, Rim 34 mm, 
19 mm internal wide

Mavic Cosmic SL 45 DB, Carbon, TLR , Rim 45 
mm - 18 (front) 20 (rear), Straight Pull Spokes 

Mavic Cosmic SLR 32 DB, Carbon, TLR , Rim 32 
mm - 24 (front) 24 (rear)straight pull, elliptical aero, 

SHIMANO ULTEGRA CN-HG701-11

Rotor e-Vegast, TDS, OCP, 52x36 T, 170-175mm

SHIMANO BR-R8070 Hyd Disc 160/F and 140/R SM-RT800 CL Rotor

Rubino IV 30-622, Tubeless ready, GRAPHENE 2.0, weight 370g

road
hybrid
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La todopoderosa 

hybrid hp
Gracias a su asistencia de pedaleo permiten disfrutar plenamente de 
la bicicleta independientemente de la edad o del nivel atlético de 
cada usuario. 

El diseño del cuadro con abundantes pasos de rueda pero con 
geometría reactiva la convierten en una súper bicicleta capaz de 
afrontar múltiples terrenos con solvencia y un alto grado de 
seguridad.



La tija de sillín de aluminio con Ø27,2mm gracias a su flexión controlada 
aporta un agradable confort de marcha complementada por los 
tirantes superiores del cuadro con perfil ovalado de 22x16mm que 
ayudan a amortiguar en los terrenos más rotos.

El frontal de la Belador Hybrid HP monta rodamientos de dirección 
sobredimensionados OHS2 de 1,5” -1,5” que aumentan la rigidez en el 
tubo de dirección aportando una conducción más exacta y segura 
mejorando la estabilidad en curva de la bicicleta.

La elegante estética del sistema de cableado totalmente interno ICS2 
además de una estética inmejorable protege el sistema frente a los 
agentes externos que pueden disminuir su funcionalidad.

El ancho paso de rueda permite montar neumáticos de dimensiones 
700x38 (dependiendo del modelo y perfil hay siempre de asegurarse 
un espacio de seguridad de 4mm con la vaina) para afrontar terrenos 
de Gravel sin inmutarse. 

El sistema de freno FLAT MOUNT SYSTEM esta específicamente 
pensado para conseguir un anclaje rígido y directo entre la pinza de 
freno y el cuadro para los sistemas de frenado de disco en bicicletas 
de carretera.

La horquilla denominada 
Blade de la Belador Hybrid 
esta fabricada en 
monocasco con carbono 
HM1X

El ligero cuadro de la Belador 
Hybrid HP con un peso de 2600 

gr. está fabricado con dos 
resistentes aleaciones de 

aluminio.



road
hybrid hp
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POLINI EP3+ Tuning BR HYBRID Engine Control Unit , Nominal 
performances 250W - 70Nm, Peak performance 500W, 137mm bottom 

bracket width, weight 2850g

POLINI 500Wh 36V 13,8Ah, 2620g

POLINI Color display TFT 3" High-contrast LCD, APP 3 Engine Maps 
TOURING - DYNAMIC - RACE, 10 features, USB port, Bluetooth 

comunication, ANT+ comunication, ROAD handlebar support

Polini EP3 Charger UE 220-240V 3A

XS S M L
154-165 CM

170
90

400

470
514
125
403
74

965
71

75,1
368
526

XS

165-176 CM
172,5
100
420

510
533
141
403
72

980
71,5
74,7
382
541

S

176-185 CM
172,5
100
420

540
551
157
405
72

993
72

74,3
392
558

M

185-192 CM
175
110
420

570
569
176
405
72

1003
72,5
73,9
401
578

L

XL
+192 CM

175
120
440

600
589
193
405
72

1015
73

73,5
412
596

L

CRANKSET
STEM

HANDLEBAR

SEAT POST
TOP TUBE

FRONT TUBE
CHAIN STAY

BOTTOM BRACKET
WHEELBASE

FRONT ANGLE
SEAT TUBE ANGLE

REACH
STACK

Avanforce Alloy 6061, wide 400, 420, 440mm

FSA NS SR ACR Integration System Ø31,8 mm, -6°, 1-1/8",
Aluminum 6061, 80-90-100-110-120mm

Belador Hybrid Integrated Concept Carbon, 20 mm offset

Selle Italia MODEL X BB FEC, Alloy rails, wide 143mm

SHIMANO 105 FD-R7000 Black

SHIMANO 105 Black RD-R7000-GS 22 Speed
Patilla: Belador Hybrid hp R-25

SHIMANO 105 ST-R7020 Disc Dual control 22 Speed

SHIMANO CS-R7000 11-30TBelador HP Hybrid, Endurance Geometry BGC, Aluminum 3BS 6061 Hydroforming, Full 
internal cable system ICS2, Headset semi integrated OH2S 1-1/2", Flat Mount System 
brake, 700x36 maximun tyre, Thru axle 12x142mm, weight 2600g

Belador Hybrid 2 full carbon fork, internal cable system ICS2, 1-1/8" - 1-1/2" 
Tappered head tube compatible, Flat Mount System brake, 700x32 
maximun tyre, Thru axle 12x100mm, weight 430g

OP1 FULCRUM 800 DB, Aluminium, TLR, Rim 34 mm, 
19 mm internal wide 1960g

SHIMANO CN-HG601-11

E-bike 2x spider + CR BCD 110 50-34

SHIMANO BR-R7070 Hyd Disc 160/F and 140/R SM-RT70 CL Rotor

Rubino IV 30-622, Tubeless Ready, GRAPHENE 2.0, weight 370g
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POLINI EP3+ Tuning BR HYBRID Engine Control Unit , Nominal 
performances 250W - 70Nm, Peak performance 500W, 137mm bottom 

bracket width, weight 2850g

POLINI 500Wh 36V 13,8Ah, 2620g

POLINI Color display TFT 3" High-contrast LCD, APP 3 Engine Maps 
TOURING - DYNAMIC - RACE, 10 features, USB port, Bluetooth 

comunication, ANT+ comunication, ROAD handlebar support

Polini EP3 Charger UE 220-240V 3A

XS S M L
154-165 CM

170
90

400

470
514
125
403
74

965
71

75,1
368
526

XS

165-176 CM
172,5
100
420

510
533
141
403
72

980
71,5
74,7
382
541

S

176-185 CM
172,5
100
420

540
551
157
405
72

993
72

74,3
392
558

M

185-192 CM
175
110
420

570
569
176
405
72

1003
72,5
73,9
401
578

L

XL
+192 CM

175
120
440

600
589
193
405
72

1015
73

73,5
412
596

L

CRANKSET
STEM

HANDLEBAR

SEAT POST
TOP TUBE

FRONT TUBE
CHAIN STAY

BOTTOM BRACKET
WHEELBASE

FRONT ANGLE
SEAT TUBE ANGLE

REACH
STACK

Avanforce Alloy 6061, wide 400, 420, 440mm

FSA NS SR ACR Integration System Ø31,8 mm, -6°, 1-1/8",
Aluminum 6061, 80-90-100-110-120mm

Belador Hybrid Integrated Concept Carbon, 20 mm offset

Selle Italia MODEL X BB FEC, Alloy rails, wide 143mm

SHIMANO ULTEGRA FD-R8000

SHIMANO ULTEGRA RD-R8000-SS 22 Speed
Patilla: Belador Hybrid hp R-25

SHIMANO ULTEGRA ST-R8020 Carbon Dual control 22 Speed

SHIMANO Ultegra CS-R8000 11-30TBelador HP Hybrid, Endurance Geometry BGC, Aluminum 3BS 6061 Hydroforming, Full 
internal cable system ICS2, Headset semi integrated OH2S 1-1/2", Flat Mount System 
brake, 700x36 maximun tyre, Thru axle 12x142mm, weight 2600g

Belador Hybrid 2 full carbon fork, internal cable system ICS2, 1-1/8" - 1-1/2" 
Tappered head tube compatible, Flat Mount System brake, 700x32 
maximun tyre, Thru axle 12x100mm, weight 430g

OP1 FULCRUM 800 DB, Aluminium, TLR, Rim 34 mm, 
19 mm internal wide 1960g

SHIMANO ULTEGRA CN-HG701-11

E-bike 2x spider + CR BCD 110 50-34

SHIMANO BR-R8070 Hyd Disc 160/F and 140/R SM-RT800 CL Rotor

Rubino IV 30-622, Tubeless Ready, GRAPHENE 2.0, weight 370g



SHIMANO ULTEGRA RD-R8000-SS 22 Speed

SHIMANO ULTEGRA FD-R8000

SHIMANO 105 ST-R7020 Disc Dual control 22 Speed

Shimano Ultegra CS-R8000 11-30T

SHIMANO ULTEGRA CN-HG701-11

Rotor e-Vegast, TDS, OCP, 52x36 T, 170-175mm

SHIMANO BR-R8070 Hyd Disc 160/F and 140/R

FULCRUM 800 DB, aluminium, TLR, Rim 34mm

Mavic Cosmic SL 45 DB - Carbon, TLR, Rim 45mm

Mavic Cosmic SLR 32 DB - Carbon, TLR, Rim 32 mm

Avanforce UD Carbon

FSA NS SR ACR Integration System

Belador Hybrid - Full Carbon HM2X
Triple Monocasco - Resina Mach-R

Belador Hybrid 2 Full Carbon

Belador Hybrid integrated Concept Carbon

Selle Italia MODEL X BB FEC, Alloy Rails

 7hybrid 

Polini EP3+ 250W-70Nm - Peak 500W

Polini Battery, 500Wh 36V 13,8Ah

Polini Color Display 3”

Polini EP3 Charger

SHIMANO 105 Black RD-R7000-GS 22 Speed

SHIMANO 105 FD-R7000 Black

SHIMANO 105 ST-R7020 Disc Dual control 22 Speed

SHIMANO CS-R7000 11-30T

SHIMANO CN-HG601-11

E-bike 2x Spider + CR BCD 110 50-34

SHIMANO BR-R7070 Hyd Disc 160/F and 140/R 
SM-RT70 CL Rotor
FULCRUM 800 DB, Aluminium, TLR, Rim 34 mm, 19 
mm internal wide 1960g

Avanforce Alloy 6061

FSA NS SR ACR Integration System

Belador HP Hybrid - Endurance Geometry BGC
Aluminum 3BS 6061 Hydroforming

Belador Hybrid 2 Full Carbon Fork

Belador Hybrid Integrated Concept Carbon

Selle Italia MODEL X BB FEC, Alloy Rails,

 6hybrid hp 

Polini EP3+ Tuning BR HYBRID Engine Control Unit

Polini 500Wh 36V 13,8Ah,

Polini Color Display TFT 3"

Polini EP3 Charger

SHIMANO ULTEGRA RD-R8000-SS 22 Speed

SHIMANO ULTEGRA FD-R8000

SHIMANO ULTEGRA ST-R8020 Carbon Dual Control 22 Speed

SHIMANO Ultegra CS-R8000 11-30T

SHIMANO ULTEGRA CN-HG701-11

E-bike 2x spider + CR BCD 110 50-34

SHIMANO BR-R8070 Hyd Disc 160/F and 140/R 
SM-RT800 CL Rotor
FULCRUM 800 DB, Aluminium, TLR, Rim 34 mm, 19 
mm internal wide 1960g

Avanforce Alloy 6061

FSA NS SR ACR Integration System

Belador HP Hybrid - Endurance Geometry BGC 
Aluminum 3BS 6061 Hydroforming

Belador Hybrid 2 Full Carbon Fork

Belador Hybrid Integrated Concept Carbon

Selle Italia MODEL X BB FEC, Alloy rails

 7hybrid hp 

PoliniEP3+ Tuning BR HYBRID Engine Control Unit , 

Polini 500Wh 36V 13,8Ah

PoliniColor display TFT 3"

Polini EP3 Charger

OP1

OP2

OP3

FULCRUM AIRBEAT  40, Carbon, 19mm 
internal width. 1620g
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PESO DEL CUADRO

CONSTRUCCIÓN
RESINA

CARBONO

TALLAS

3100 GR

ALUMINIO 6061

hybrid hp

2590 GR

CARBONO HM2X

hybrid SL

S= 160-175 CM / M= 175-185 CM / L= 180-198 CM

La bicicleta híbrida que te conquistará.



La dirección con sistema Block-lock evita que el manillar golpee contra el cuadro, con esta tecnología se 
consigue una mayor protección frente a posibles caídas.

Universal Derailleur Hanger es un sistema de patilla de cambio 
universal muy fácil de encontrar en las tiendas especializadas.

Ligera y resistente, diseñada para garantizar una perfecta alineación de 
cadena y evitar las salidas hacia el cambio.

La dirección tipo cónica (Tapered) sobredimensionada a 1,5”-1,8” aporta mayor rigidez al frontal de 
dirección; facilita la integración de cableado y aporta una línea de diseño más estilizada entre frontal y 
batería. 

Con la tecnología ICS2 conseguimos una 
integración total del cableado.

El sistema de cableado interior IICS además de 
mejorar la estética, aumenta la protección de 
cara a la intemperie, asegurándonos así un 
funcionamiento óptimo del sistema de frenado 
y cambio.



Todos los rodamientos son de tipo “Full ball” para garantizar una mayor resistencia de carga y 
durabilidad en trabajos de giros reducidos como la articulación de la suspensión Mako Hybrid HP.

Con el sistema Precision Casting Process Technology 
conseguimos mayor ligereza, precisión y resistencia en las 
partes principales de la estructura.

El específico diseño del box motor permite 
incluir en su interior el anclaje del carro trasero 
consiguiendo una estructura más compacta 
que además minimiza la acumulación de barro 
en la zona.



0% - 13% REGRESIVA

ADHERENCIA EN TERRENOS ROTOS

20 - 25% SAG POINT

A CONFIGURAR SEGÚN EL PESO DEL CICLISTA

20% - 80% CONSTANTEMENTE PROGRESIVA

EQUILIBRIO ENTRE SENSIBILIDAD Y RENDIMIENTO

80% al 100%  PROGRESIVA – LINEAL

INCREMENTA SU DUREZA

ABSORCIÓN MÁXIMA

RÁPIDO RETORNO DE LA SUSPENSIÓN

Con el sistema de Filp Chip conseguimos adaptar el comportamiento y las prestaciones de 
la bicicleta al uso que demanda el usuario. 
Eje delantero con horquilla de 35/ 150mm:

TOURING : aumentamos la estabilidad

SPORT :  aumentamos la agilidad de conducción

En el eje trasero:

TOURING : mejoramos el CONFORT en rutas largas, recorrido de suspensión 143mm

SPORT : incremente la REACTIVIDAD y la ACELERACION, recorrido de suspensión 148mm

1
2

3

4

1

2

3

4

Sistema Flip-Chip



250W Potencia Nominal
500W Potencia de Pico

95Nm Fuerza Máxima
3370gr

La autonomía de la Mako Hybrid es sin duda la 
mejor en su segmento. La batería principal 
cuenta con 720Wh y como opción, es 
compatible con baterías externas como el 
extender de 252Wh supletorio consiguiendo 
así unos increíbles 972Wh. 

La aplicación Bafang Go App permite enlazar el motor con el teléfono 
móvil accediendo así a múltiples informaciones suplementarias a las del 
motor como datos en tiempo real sobre el deportista, navegación y datos 
de conducción.



hybrid hp



Mako Hybrid es el nuevo concepto E-Bike ultraligera con 
rueda de 29” que aúna una estética compacta y estilizada con 
una conducción ágil y poderosa.
Su ligera estructura en carbono unida a su geometría y 
cinemática, posicionan en un nivel superior las experiencias 
y posibilidades de uso para un amplio espectro de público.
Si a esto le añadimos el motor más poderoso del mercado y un 
montaje de componentes selectos podemos considerar la Mako 
Hybrid como una revolucionaria E-bike llegada para redefinir y 
marcar un nuevo estatus en su segmento.

La bicicleta híbrida que te conquistará.



Rock Shox Deluxe SELECT R BERRIA MAKO HYBRID Trail Custom
Debon Air, Trunion 205X57,5mm, 148mm travel

TRANZX JD-YSPJL Aluminum 7075-T6
0° offset, 31,6 x 421mm, 120mm travel

Avanforce 2, 31,8mm, wide 780 mm

Avnforce ICS2 MTB, -0°, Ø31,8, 60-80mm

 Fizik Taiga alloy rail

SRAM SX Eagle Aluminum cage, 12 Speed
Patilla: UDH Universal Derrailleur Hanger

SRAM SX Eagle Trigger

SRAM XG1210, 11-50T

SRAM SX Eagle CN-EAGL-SX-A1

Bafang, aluminum,  34T, 165-170 mm

SRAM LEVEL G2 R Disc, tool free reach adjust, 4 Pistons, 200/F and 180/R

Mako Hybrid HP, Sport or Touring adjustable Geometry BGC with Flip Chip System, 
Kinematic SPORT E-mtb 148mm, Aluminum tubes 3BS 6061 Hydroformed and 
aluminum parts with Technology PCP Precision Casting Process, Full internal cable 
system ICS2, Headset integrated OH2S 1-1/2" - 1-1.8" , Post mounted system PMS 
brake, 29x2.60 maximun tyre, Thru axle Boost 12x148mm, weight 3100g

Rock Shox35 GOLD RL, Motion Control, 15x110mm Maxle Stealth, Tapered 
steerer, Rake 44mm, 35mm straight wall STEEL Fast Black, weight 2377g, 
150mm travel

FRONT Vittoria Agarro 2.6"X 29", Tubeless ready, GRAPHENE 2.0, 120 
TPI, weight 970g / REAR Vittoria Barzo 2.6"X 29", Tubeless ready, 

GRAPHENE 2.0, 120 TPI, weight 820g

OP1 Avanforce 29"- HUB FORMULA DHT, TLR , 30mm 
internal wide - 32 (front) 32 (rear), J Spokes

hybrid
150 HP 6

TRAIL

BAFANG M-SERIES 500, Nominal performances 250W - 60Nm, Peak 
performances 500W - 95 Nm, Q factor 177mm, weight 3370g

PORTAPOWER 720Wh 36V 20Ah, Cells SAMSUNG INR21700-50E, 
3960g

BAFANG DP C24X DISPLAY LCD, 15 features, USB port, Bluetooth 
comunication (DP C421), Bafang GO App"

Porta Power charger 220-240V 3A

S M L

BIELAS
POTENCIA
MANILLAR

TUBO DE ASIENTO
TUBO HORIZONTAL

TUBO FRONTAL
VAINA

CAÍDA EJE PEDALIER
DISTANCIA ENTRE EJES

ÁNGULO FRONTAL
ÁNGULO TUBO SILLÍN

REACH
STACK

160-175 CM
165
60

780

410
570
110
448
31

1215
65,5
78,7
452
627

S

175-185 CM
170
70

780

440
601
115
448
30

1246
65,5
78,2
481
631

M

180-198 CM
170
70

780

470
633
120
448
30

1277
65,5
77,8
511
635

L



DT SWISS R 535 ONE, Trunnion Mount, 205 X 60mm Travel 148mm

TRANZX JD-YSPJL Aluminum 7075-T6
0° offset, 31,6 x 421mm, 120mm travel

Avanforce 2, 31,8mm, wide 780 mm

Avnforce ICS2 MTB, -0°, Ø31,8, 60-80mm

 Fizik Taiga alloy rail

SHIMANO XT RD-M8100 SGS, Shadow Plus, 12 Speed
Patilla: UDH Universal Derrailleur Hanger

SHIMANO SLX-M7100-R, Rapidfire Plus

SHIMANO SLX CS-M7100-12, 10-51T

Shimano M7100

Bafang, aluminum,  34T, 165-170 mm

SRAM LEVEL G2 R Disc, tool free reach adjust, 4 Pistons, 200/F and 180/R

Mako Hybrid HP, Sport or Touring adjustable Geometry BGC with Flip Chip System, 
Kinematic SPORT E-mtb 148mm, Aluminum tubes 3BS 6061 Hydroformed and 
aluminum parts with Technology PCP Precision Casting Process, Full internal cable 
system ICS2, Headset integrated OH2S 1-1/2" - 1-1.8" , Post mounted system PMS 
brake, 29x2.60 maximun tyre, Thru axle Boost 12x148mm, weight 3100g

DT SWISS R535, 15X110 mm, TAPPERED, RAKE 51mm, 35 mm straight wall 
STEEL Fast Black, weight 2090g, travel 150 mm

FRONT Vittoria Agarro 2.6"X 29", Tubeless ready, GRAPHENE 2.0, 120 
TPI, weight 970g / REAR Vittoria Barzo 2.6"X 29", Tubeless ready, 

GRAPHENE 2.0, 120 TPI, weight 820g

OP1 Avanforce 29"- HUB FORMULA DHT, TLR , 30mm 
internal wide - 32 (front) 32 (rear), J Spokes

hybrid
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trail

BAFANG M-SERIES 500, Nominal performances 250W - 60Nm, Peak 
performances 500W - 95 Nm, Q factor 177mm, weight 3370g

PORTAPOWER 720Wh 36V 20Ah, Cells SAMSUNG INR21700-50E, 
3960g

BAFANG DP C24X DISPLAY LCD, 15 features, USB port, Bluetooth 
comunication (DP C421), Bafang GO App"

Porta Power charger 220-240V 3A

S M L

BIELAS
POTENCIA
MANILLAR

TUBO DE ASIENTO
TUBO HORIZONTAL

TUBO FRONTAL
VAINA

CAÍDA EJE PEDALIER
DISTANCIA ENTRE EJES

ÁNGULO FRONTAL
ÁNGULO TUBO SILLÍN

REACH
STACK

160-175 CM
165
60

780

410
570
110
448
31

1215
65,5
78,7
452
627

S

175-185 CM
170
70

780

440
601
115
448
30

1246
65,5
78,2
481
631

M

180-198 CM
170
70

780

470
633
120
448
30

1277
65,5
77,8
511
635

L
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trail

DT SWISS R 535 ONE, Trunnion Mount, 205 X 60mm Travel 148mm

TRANZX JD-YSPJL Aluminum 7075-T6,
0° offset, 31,6 x 421mm, 120mm travel

Avanforce 2, 31,8mm, wide 780mm

Avnforce ICS2 MTB, 0°, Ø31,8, 60-80mm

 Fizik Taiga alloy rail

SRAM GX Eagle, 12 Speed
Patilla: UDH Universal Derailleur Hanger

SRAM GX Eagle Trigger

SRAM XG1275, 10-52T

SRAM GX Eagle CN-EAGL-GX-A1

Bafang, aluminum,  34T, 165-170 mm

SRAM DB8, 4 pistons, mineral oil, Disc 180/F 160/R

Mako Hybrid HP, Sport or Touring adjustable Geometry BGC with Flip Chip System, 
Kinematic SPORT E-mtb 148mm, Aluminum tubes 3BS 6061 Hydroformed and 
aluminum parts with Technology PCP Precision Casting Process, Full internal cable 
system ICS2, Headset integrated OH2S 1-1/2" - 1-1.8" , Post mounted system PMS 
brake, 29x2.60 maximun tyre, Thru axle Boost 12x148mm, weight 3100g

DT SWISS R535, 15X110 mm, TAPPERED, RAKE 51mm, 35 mm straight wall 
STEEL Fast Black, weight 2090g, travel 150 mm

FULCRUM E-METAL 700 , alloy, TLR, 30mm internal width 
2470g 

OP1

FRONT Vittoria Agarro 2.6"X 29", Tubeless ready, GRAPHENE 2.0, 
120 TPI, weight 970g / REAR Vittoria Barzo 2.6"X 29", Tubeless 

ready, GRAPHENE 2.0, 120 TPI, weight 820g

BAFANG M-SERIES 500, Nominal performances 250W - 60Nm, Peak 
performances 500W - 95 Nm, Q factor 177mm, weight 3370g

PORTAPOWER 720Wh 36V 20Ah, Cells SAMSUNG INR21700-50E, 
3960g

BAFANG DP C24X DISPLAY LCD, 15 features, USB port, Bluetooth 
comunication (DP C421), Bafang GO App

Porta Power charger 220-240V 3A

S M L

BIELAS
POTENCIA
MANILLAR

TUBO DE ASIENTO
TUBO HORIZONTAL

TUBO FRONTAL
VAINA

CAÍDA EJE PEDALIER
DISTANCIA ENTRE EJES

ÁNGULO FRONTAL
ÁNGULO TUBO SILLÍN

REACH
STACK

160-175 CM
165
60

780

410
570
110
448
31

1215
65,5
78,7
452
627

S

175-185 CM
170
70

780

440
601
115
448
30

1246
65,5
78,2
481
631

M

180-198 CM
170
70

780

470
633
120
448
30

1277
65,5
77,8
511
635

L



Berria Performance
Estructura del cuadro ligera con 

geometría reactiva.

BR Power
Potente motor deportivo con 
entrega de asistencia natural e 
instantánea.

BR Autonomy
Extender ready.  Gran autonomía 
garantizada con la pre disposición para 
montar una batería auxiliar.

BR Tuning
La unidad de control del motor 

específica para Berria consigue un 
mejor rendimiento, eficiencia y 

gestión de la asistencia al ciclista.

Berria BR Hybrid
BR Hybrid es un conjunto de soluciones técnicas aplicadas a nuestras bicicletas eléctricas 

de alta gama para maximizar sus prestaciones.



hybrid sl



hybrid SL 120
Ligereza y Reactividad.
Con 120 mm de recorrido en la suspensión delantera y trasera es ideal para las competiciones de 
E-mtb así como para ciclo deportistas exigentes que buscan sacar el máximo rendimiento y 
eficiencia.

Es la aliada perfecta para recorrer todo tipo de  tramos en el menor tiempo posible o rodar con la 
máxima fluidez.

A pesar de sus genes racing consigue ser muy cómoda y de fácil manejo en tus rutas para 
ayudarte a afrontarlas con sorprendente facilidad.

hybrid SL 150
Dinámica y Equilibrada.
Con 150 mm de recorrido en la suspensión delantera y 140mm en la trasera es ideal para 
usuarios en búsqueda de pura diversión, ofreciendo una alta eficiencia de pedaleo y un 
comportamiento equilibrado en todo los tipos de recorridos.

Cómoda y de gran facilidad de manejo en todo tipo de recorridos sin necesidad de disponer de 
grandes dotes de conducción. 

XCO E-MTB LIGHT TRAIL E-MTB



0% - 13% REGRESIVA

ADHERENCIA EN TERRENOS ROTOS

20 - 25% SAG POINT

A CONFIGURAR SEGÚN EL PESO DEL CICLISTA

20% - 80% CONSTANTEMENTE PROGRESIVA

EQUILIBRIO ENTRE SENSIBILIDAD Y RENDIMIENTO

80% al 100%  PROGRESIVA – LINEAL

INCREMENTA SU DUREZA

ABSORCIÓN MAXIMA

RAPIDO RETORNO DE LA SUSPENSION

1

2

3

4

Controla y Optimiza el poderío 
Mako SL Hybrid.



Ligereza y Resistencia
en estado puro.

hybrid
SL



Con la nueva patilla de SRAM Universal 
Derailleur Hanger UDH se facilita su posible 
reposición, además ofrece una mejor rigidez y 
precisión de funcionamiento del cambio.

El sistema de cableado interno ICS2 implanta-
do en la Mako Hybrid SL con su diseño limpio y 
de gran estética garantiza además la 
protección contra las intemperies de todos su 
cableado mecánico, hidráulico y eléctrico.



La alta rotación del motor unida a una 
desmultiplicación interna adaptada permiten 
asistir al ciclista hasta las 120 rpm ofreciéndo-
le una rapidez de respuesta nunca antes 
conseguida.

250W Potencia Nominal
600W Potencia de Pico
90Nm Fuerza Nominal

2980gr

La unidad de control del motor (IMU) desarrollada en exclusiva para Berria, 
consigue mejorar el rendimiento y la eficiencia gracias a sus potentes 
procesadores.  El IMU gestiona una entrega de la asistencia más natural 
adaptándose a las necesidades del ciclista.



Rock Shox Deluxe BERRIA MAKO HYBRID XCO Custom
 Solo Air, Trunion 185X50mm, 120mm travel

Crank Brothers HIGHLINE 3 Dropper Aluminum 7075-T6
7° offset, 30,9 x 421mm, weight 525g, 125mm travel

Avanforce UD carbon, 31,8mm, wide 780 mm, Rise 25mm, Backsweep 7°

Avanforce, -17°,  Ø31,8, 60-70mm

 Fizik Taiga alloy rail

SRAM GX Eagle, 12 Speed
Patilla: UDH Universal Derrailleur Hanger

SRAM GX Eagle Single Click Trigger

SRAM XG1275, 10-52T

SRAM GX Eagle CN-EAGL-GX-A1

Rotor e-Kapic, TDS, OCP, 36T, 165-170mm

SRAM LEVEL G2 RSC Disc tool free reach adjust, 4 Pistons, 200/F and 180/R

Mako Hybrid SL 120, Racing Geometry BGC , Kinematic XCO E-MTB 120mm, Full 
carbon HM2X, Triple moncoque, Resin Matrix Nanotech CNT, Full internal cable system 
ICS2, Headset integrated OH2S 1-1/2" - 1-1/2", Post mounted system PMS brake, 
29x2.60 maximun tyre, Thru axle Boost 12x148mm, weight 2590g

Rock Shox SID Select RL, Damper Type Charger RL, 15x110mm Maxle 
Stealth, Rake 44mm, Tapered steerer, 35 mm straight wall aluminium Fast 
Black, Lockout remote, weight 1671g, 120mm travel

FRONT Vittoria Agarro 2.6"X 29", Tubeless ready, GRAPHENE 2.0, 120 TPI, 
weight 970g / REAR Vittoria Barzo 2.6"X 29", Tubeless ready, GRAPHENE 
2.0, 120 TPI, weight 820g

OP1

OP2

FULCRUM E-METAL 700 , alloy, TLR, 30mm internal 
wide - 28(front) 28 (rear), Straight Pull Spokes 2,2-2 

MAVIC CROSSMAX XL R, Carbon, 30 mm internal wide 
- 24 (front) 24 (rear), Straight Pull Spokes 2-1,6 mm

S M L

BIELAS
POTENCIA
MANILLAR

TUBO DE ASIENTO
TUBO HORIZONTAL

TUBO FRONTAL
VAINA

CAÍDA EJE PEDALIER
DISTANCIA ENTRE EJES

ÁNGULO FRONTAL
ÁNGULO TUBO SILLÍN

REACH
STACK

160-175 CM
165
60

780

400
563,5

93
461
29

1171,2
67

76,3
427,5
563

S

175-185 CM
170
70

780

445
599,3

107
461
29

1198,5
67,5
75,9
454

599,8

M

180-198 CM
170
70

780

500
635
121
461
29

1225,3
68

75,5
480,9
615,3

L

hybrid
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xco
e-mtb

POLINI MX+ Tuning BR HYBRID Engine Control Unit , Shft Control Unit, 
Nominal performances 250W - 90Nm, Peak performances 600W, 

144mm bottom bracket width, weight 2980g

POLINI 500Wh 36V 13,8Ah, 2620g

"POLINI Color display TFT 3"" High-contrast LCD, APP 3 Engine Maps 
TOURING - DYNAMIC - RACE, 10 features, USB port, Bluetooth 

comunication, ANT+ comunication, MTB handlebar support

Polini EP3 Charger UE 220-240V 3A



Rock Shox Deluxe BERRIA MAKO HYBRID XCO Custom
Solo Air, Trunion 185X50mm, 120mm travel

Crank Brothers HIGHLINE 3 Dropper Aluminum 7075-T6
7° offset, 30,9 x 421mm, weight 525g, 125mm travel

Avanforce UD carbon, 31,8mm, wide 780 mm, Rise 25mm, Backsweep 7°

Avanforce, -17°,  Ø31,8, 60-70mm

 Fizik Taiga alloy rail

SRAM XX1 Eagle, 12 Speed
Patilla: UDH Universal Derrailleur Hanger

SRAM XX1 Eagle Single ClickTrigger

SRAM XX1, XG1299, 10-52T, Copper 

SRAM CN XX1 Eagle Copper

Rotor e-Kapic, TDS, OCP, 36T, 165-170mm

SRAM LEVEL G2 ULTIMATE Disc tool free reach adjust
4 Pistons, 200/F and 180/R

Mako Hybrid SL 120, Racing Geometry BGC , Kinematic XCO E-MTB 120mm, Full 
carbon HM2X, Triple moncoque, Resin Matrix Nanotech CNT, Full internal cable system 
ICS2, Headset integrated OH2S 1-1/2" - 1-1/2", Post mounted system PMS brake, 
29x2.60 maximun tyre, Thru axle Boost 12x148mm, weight 2590g

Rock Shox SID Ultimate, Damper Type Charger Race Day, 15x110mm Maxle 
Stealth, Rake 44mm, Tapered steerer, 35 mm straight wall aluminium Fast 
Black, Lockout remote, weight 1537 g, 120mm travel

FRONT Vittoria Agarro 2.6"X 29", Tubeless ready, GRAPHENE 2.0, 120 TPI, 
weight 970g / REAR Vittoria Barzo 2.6"X 29", Tubeless ready, GRAPHENE 
2.0, 120 TPI, weight 820g

OP1

OP2

FULCRUM E-METAL 700 , alloy, TLR, 30mm internal 
wide - 28(front) 28 (rear), Straight Pull Spokes 2,2-2 

MAVIC CROSSMAX XL R, Carbon, 30 mm internal wide 
- 24 (front) 24 (rear), Straight Pull Spokes 2-1,6 mm

hybrid
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xco
e-mtb

POLINI MX+ Tuning BR HYBRID Engine Control Unit , Shft Control Unit, 
Nominal performances 250W - 90Nm, Peak performances 600W, 

144mm bottom bracket width, weight 2980g

POLINI 500Wh 36V 13,8Ah, 2620g

"POLINI Color display TFT 3"" High-contrast LCD, APP 3 Engine Maps 
TOURING - DYNAMIC - RACE, 10 features, USB port, Bluetooth 

comunication, ANT+ comunication, MTB handlebar support

Polini EP3 Charger UE 220-240V 3A

S M L

BIELAS
POTENCIA
MANILLAR

TUBO DE ASIENTO
TUBO HORIZONTAL

TUBO FRONTAL
VAINA

CAÍDA EJE PEDALIER
DISTANCIA ENTRE EJES

ÁNGULO FRONTAL
ÁNGULO TUBO SILLÍN

REACH
STACK

160-175 CM
165
60

780

400
563,5

93
461
29

1171,2
67

76,3
427,5
563

S

175-185 CM
170
70

780

445
599,3

107
461
29

1198,5
67,5
75,9
454

599,8

M

180-198 CM
170
70

780

500
635
121
461
29

1225,3
68

75,5
480,9
615,3

L



Rock Shox Deluxe BERRIA MAKO HYBRID Trail Custom
Solo Air, Trunion 185X55mm, 140mm travel

Crank Brothers HIGHLINE 3 Dropper Aluminum 7075-T6
7° offset, 30,9 x 421mm, weight 525g, 125mm travel

Avanforce 2, 31,8mm, wide 780 mm

Avanforce, -17°,  Ø31,8, 60-70mm

 Fizik Taiga alloy rail

SRAM SX Eagle Aluminum cage, 12 Speed
Patilla: UDH Universal Derrailleur Hanger

SRAM SX Eagle Single ClickTrigger

SRAM XG1210, 11-50T

SRAM SX Eagle CN-EAGL-SX-A1

FSA ISIS POLINI SYSTEM, aluminum,  34T, 165-170 mm

SRAM LEVEL G2 R Disc, tool free reach adjust, 4 Pistons, 200/F and 180/R

Mako Hybrid SL 150, Racing Geometry BGC , Kinematic TRAIL E-MTB 140mm, Full 
carbon HM2X, Triple moncoque, Resin Matrix Nanotech CNT, Full internal cable system 
ICS2, Headset integrated OH2S 1-1/2" - 1-1/2", Post mounted system PMS brake, 
29x2.60 maximun tyre, Thru axle Boost 12x148mm, weight 2600g

Rock Shox35 GOLD RL, Motion Control, 15x110mm Maxle Stealth, Tapered 
steerer, Rake 44mm, 35mm straight wall STEEL Fast Black, weight 2377g, 
150mm travel

FRONT Vittoria Martello 2.6"X 29", Tubeless ready, GRAPHENE 2.0 120 TPI, 
weight 1100g /  REAR Vittoria Agarro 2.6"X 29", Tubeless ready, GRAPHENE 
2.0, 120 TPI, weight 970g

OP1 FULCRUM E-METAL 700 , alloy, TLR, 30mm internal 
wide - 28(front) 28 (rear), Straight Pull Spokes 2,2-2 

hybrid
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light
trail

POLINI MX+ Tuning BR HYBRID Engine Control Unit , Shft Control Unit, 
Nominal performances 250W - 90Nm, Peak performances 600W, 

144mm bottom bracket width, weight 2980g

POLINI 500Wh 36V 13,8Ah, 2620g

"POLINI Color display TFT 3"" High-contrast LCD, APP 3 Engine Maps 
TOURING - DYNAMIC - RACE, 10 features, USB port, Bluetooth 

comunication, ANT+ comunication, MTB handlebar support

Polini EP3 Charger UE 220-240V 3A

S M L

BIELAS
POTENCIA
MANILLAR

TUBO DE ASIENTO
TUBO HORIZONTAL

TUBO FRONTAL
VAINA

CAÍDA EJE PEDALIER
DISTANCIA ENTRE EJES

ÁNGULO FRONTAL
ÁNGULO TUBO SILLÍN

REACH
STACK

160-175 CM
165
60

780

400
567,4

93
461
18,5
1183

65,69
74,99

414
594,1

S

175-185 CM
170
70

780

445
603,6

107
461
18,5

1210,3
66,19
74,59
440,5
610,1

M

180-198 CM
170
70

780

500
639,7

121
461
18,5

1237,3
66,69
74,19
466,7
626,1

L



Rock Shox Deluxe BERRIA MAKO HYBRID Trail Custom
Solo Air, Trunion 185X55mm, 140mm travel

Crank Brothers HIGHLINE 3 Dropper Aluminum 7075-T6
7° offset, 30,9 x 421mm, weight 525g, 125mm travel

Avanforce UD carbon, 31,8mm, wide 780 mm, Rise 25mm, Backsweep 7°

Avanforce, -17°,  Ø31,8, 60-70mm

 Fizik Taiga alloy rail

SRAM GX Eagle, 12 Speed
Patilla: UDH Universal Derrailleur Hanger

SRAM GX Eagle Single Click Trigger

SRAM XG1275, 10-52T

SRAM GX Eagle CN-EAGL-GX-A1

Rotor e-Kapic, TDS, OCP, 36T, 165-170mm

SRAM LEVEL G2 RSC Disc tool free reach adjust, 4 Pistons, 200/F and 180/R

Mako Hybrid SL 150, Racing Geometry BGC , Kinematic TRAIL E-MTB 140mm, Full 
carbon HM2X, Triple moncoque, Resin Matrix Nanotech CNT, Full internal cable system 
ICS2, Headset integrated OH2S 1-1/2" - 1-1/2", Post mounted system PMS brake, 
29x2.60 maximun tyre, Thru axle Boost 12x148mm, weight 2600g

Rock Shox PIKE Select, Damper Type Charger RC, 15x110mm Maxle Stealth, 
Tapered steerer, Rake 42mm, 35 mm straight wall aluminium Fast Black, 
weight 1888g, 150mm travel

FRONT Vittoria Martello 2.6"X 29", Tubeless ready, GRAPHENE 2.0 120 TPI, 
weight 1100g /  REAR Vittoria Agarro 2.6"X 29", Tubeless ready, GRAPHENE 
2.0, 120 TPI, weight 970g

OP1

OP2

FULCRUM E-METAL 700 , alloy, TLR, 30mm internal 
wide - 28(front) 28 (rear), Straight Pull Spokes 2,2-2 

MAVIC CROSSMAX XL R, Carbon, 30 mm internal wide 
- 24 (front) 24 (rear), Straight Pull Spokes 2-1,6 mm

hybrid
150 SL 8

light
trail

POLINI MX+ Tuning BR HYBRID Engine Control Unit , Shft Control Unit, 
Nominal performances 250W - 90Nm, Peak performances 600W, 

144mm bottom bracket width, weight 2980g

POLINI 500Wh 36V 13,8Ah, 2620g

"POLINI Color display TFT 3"" High-contrast LCD, APP 3 Engine Maps 
TOURING - DYNAMIC - RACE, 10 features, USB port, Bluetooth 

comunication, ANT+ comunication, MTB handlebar support

Polini EP3 Charger UE 220-240V 3A

S M L

BIELAS
POTENCIA
MANILLAR

TUBO DE ASIENTO
TUBO HORIZONTAL

TUBO FRONTAL
VAINA

CAÍDA EJE PEDALIER
DISTANCIA ENTRE EJES

ÁNGULO FRONTAL
ÁNGULO TUBO SILLÍN

REACH
STACK

160-175 CM
165
60

780

400
567,4

93
461
18,5
1183

65,69
74,99

414
594,1

S

175-185 CM
170
70

780

445
603,6

107
461
18,5

1210,3
66,19
74,59
440,5
610,1

M

180-198 CM
170
70

780

500
639,7

121
461
18,5

1237,3
66,69
74,19
466,7
626,1

L



Rock Shox Deluxe BERRIA MAKO HYBRID Trail Custom
Solo Air, Trunion 185X55mm, 140mm travel

Crank Brothers HIGHLINE 3 Dropper Aluminum 7075-T6
7° offset, 30,9 x 421mm, weight 525g, 125mm travel

Avanforce UD carbon, 31,8mm, wide 780 mm, Rise 25mm, Backsweep 7°

Avanforce, -17°,  Ø31,8, 60-70mm

 Fizik Taiga alloy rail

SRAM XX1 Eagle AXS, 12 Speed, Wireless Electronic Shift System
Patilla: UDH Universal Derrailleur Hanger

SRAM XX1 Eagle AXS Controller

SRAM XX1, XG1299, 10-52T, Copper 

SRAM CN XX1 Eagle Copper

Rotor e-Kapic, TDS, OCP, 36T, 165-170mm

SRAM LEVEL G2 ULTIMATE Disc tool free reach adjust, 4 Pistons, 200/F and 180/R

Mako Hybrid SL 150, Racing Geometry BGC , Kinematic TRAIL E-MTB 140mm, Full 
carbon HM2X, Triple moncoque, Resin Matrix Nanotech CNT, Full internal cable system 
ICS2, Headset integrated OH2S 1-1/2" - 1-1/2", Post mounted system PMS brake, 
29x2.60 maximun tyre, Thru axle Boost 12x148mm, weight 2600g

Rock Shox PIKE Ultimate, Damper Type Charger 2.1 RCT3, 15x110mm Maxle 
Stealth, Tapered steerer, Rake 42, 35 mm straight wall aluminium Fast Black, 
weight 1895 g, 150mm travel

FRONT Vittoria Martello 2.6"X 29", Tubeless ready, GRAPHENE 2.0 120 TPI, 
weight 1100g /  REAR Vittoria Agarro 2.6"X 29", Tubeless ready, GRAPHENE 
2.0, 120 TPI, weight 970g

OP1

OP2

FULCRUM E-METAL 700 , alloy, TLR, 30mm internal 
wide - 28(front) 28 (rear), Straight Pull Spokes 2,2-2 

MAVIC CROSSMAX XL R, Carbon, 30 mm internal wide 
- 24 (front) 24 (rear), Straight Pull Spokes 2-1,6 mm

hybrid
150 SL 9

light
trail

POLINI MX+ Tuning BR HYBRID Engine Control Unit , Shft Control Unit, 
Nominal performances 250W - 90Nm, Peak performances 600W, 

144mm bottom bracket width, weight 2980g

POLINI 500Wh 36V 13,8Ah, 2620g

"POLINI Color display TFT 3"" High-contrast LCD, APP 3 Engine Maps 
TOURING - DYNAMIC - RACE, 10 features, USB port, Bluetooth 

comunication, ANT+ comunication, MTB handlebar support

Polini EP3 Charger UE 220-240V 3A

S M L

BIELAS
POTENCIA
MANILLAR

TUBO DE ASIENTO
TUBO HORIZONTAL

TUBO FRONTAL
VAINA

CAÍDA EJE PEDALIER
DISTANCIA ENTRE EJES

ÁNGULO FRONTAL
ÁNGULO TUBO SILLÍN

REACH
STACK

160-175 CM
165
60

780

400
567,4

93
461
18,5
1183

65,69
74,99

414
594,1

S

175-185 CM
170
70

780

445
603,6

107
461
18,5

1210,3
66,19
74,59
440,5
610,1

M

180-198 CM
170
70

780

500
639,7

121
461
18,5

1237,3
66,69
74,19
466,7
626,1

L



OP1

OP2

OP3

SRAM SX Eagle Aluminum cage, 12 Speed

SRAM SX Eagle Trigger

SRAM XG1210, 11-50T

SRAM SX Eagle CN-EAGL-SX-A1

Bafang, aluminum,  34T

SRAM LEVEL G2 R 200/F and 180/R

Avanforce 29"- TLR , 30mm 

Avanforce / 31,8mm / 780 mm

Rock Shox Deluxe SELECT R BERRIA 
MAKO - 148 mm

Avanforce ICS2 MTB,

Mako HYbrid HP - Aluminium 6061

Rock Shox35 GOLD RL - 150mm

TRANZX JD-YSPJL Aluminum

Fizik Taiga Alloy Rail

hybrid 150
hp 6

SRAM GX Eagle, 12 Speed

SRAM GX Eagle Single Click Trigger

SRAM XG1275, 10-52T

SRAM GX Eagle CN-EAGL-GX-A1

Rotor e-Kapic, TDS, OCP, 36T

SRAM LEVEL G2 RSC 200/F and 180/R

Polini MX+ Tuning BR Hybrid 250W-600W

Polini 500Wh

Polini Color Display 3”

Polini EP3 Charger

FULCRUM E-METAL 700 , alloy, TLR, 30mm

Mavic Crossmax XL R, Carbon, 30mm

Avanforce UD Carbon

Rock Shox Deluxe Berria Mako Hybrid 120mm

Avanforce -17º

Mako Hybrid SL 120 - Carbon HM2X
Triple monocasco - Resina Mach R

Rock Shox SID Select RL - 120mm

Crank Brothers HIGHLINE 3

Fizik Taiga Alloy Rail

hybrid 120
sl 8

SHIMANO XT RD-M8100 SGS 12 Speed

SHIMANO SLX-M7100-R, Rapidfire Plus

SHIMANO SLX CS-M7100-12, 10-51T

Shimano M7100

Bafang, aluminum,  34T, 165-170 mm

SRAM LEVEL G2 R Disc 200/F and 180/R

Avanforce 29"- TLR , 30mm 

Avanforce / 31,8mm / 780 mm

DT SWISS R535 ONE - 148 mm

Avanforce ICS2 MTB,

Mako HYbrid HP - Aluminium 6061

DT SWISS R535 - 150mm

TRANZX JD-YSPJL Aluminum

Fizik Taiga Alloy Rail

hybrid 150
hp 7

SRAM GX Eagle, 12 Speed

SRAM GX Eagle Trigger

SRAM XG1275, 10-52T

SRAM GX Eagle CN-EAGL-GX-A1

Bafang, aluminum,  34T, 165-170 mm

SRAM DB8, 4 pistons, mineral oil, Disc 180/F 
160/R

BAFANG M-SERIES 500

PORTAPOWER 720Wh

BAFANG DP C24X DISPLAY LCD

Porta Power Charger

FULCRUM E-METAL 700, 30mm

Avanforce 2 / 31,8mm / 780 mm

DT SWISS R535 ONE - 148 mm

Avanforce ICS2 MTB,

Mako HYbrid HP - Aluminium 6061

DT SWISS R535 - 150mm

TRANZX JD-YSPJL Aluminum

Fizik Taiga Alloy Rail

hybrid 150
hp 8

BAFANG M-SERIES 500

PORTAPOWER 720Wh

BAFANG DP C24X DISPLAY LCD

Porta Power Charger

BAFANG M-SERIES 500

PORTAPOWER 720Wh

BAFANG DP C24X DISPLAY LCD

Porta Power Charger



OP1

OP2

OP3

SRAM GX Eagle, 12 Speed

SRAM GX Eagle Single Click Trigger

SRAM XG1275, 10-52T

SRAM GX Eagle CN-EAGL-GX-A1

Rotor e-Kapic, TDS, OCP, 36T, 165-170mm

SRAM LEVEL G2 RSC 200/F and 180/R

Polini MX+ Tuning BR Hybrid 250W-600W

Polini 500Wh

Polini Color Display 3”

Polini EP3 Charger

FULCRUM E-METAL 700 , alloy, TLR, 30mm

Mavic Crossmax XL R, Carbon, 30mm

Avanforce UD Carbon

Rock Shox Deluxe Berria Mako Hybrid 150mm

Avanforce -17º

Mako Hybrid SL 150 - Carbon HM2X
Triple monocasco - Resina Mach R

Rock Shox PIKE Select 150mm

Crank Brothers HIGHLINE 3

Fizik Taiga Alloy Rail

hybrid 150
sl 8

SRAM XX1 Eagle AXS, 12 Speed

SRAM XX1 Eagle AXS Controller

SRAM XX1, XG1299, 10-52T, Copper 

SRAM CN XX1 Eagle Copper

Rotor e-Kapic, TDS, OCP, 36T, 165-170mm

SRAM LEVEL G2 ULTIMATE 200/F and 180/R

Polini MX+ Tuning BR Hybrid 250W-600W

Polini 500Wh

Polini Color Display 3”

Polini EP3 Charger

FULCRUM E-METAL 700 , alloy, TLR, 30mm

Mavic Crossmax XL R, Carbon, 30mm

Avanforce UD Carbon

Rock Shox Deluxe Berria Mako Hybrid 120mm

Avanforce -17º

Mako Hybrid SL 150 - Carbon HM2X
Triple monocasco - Resina Mach R

Rock Shox PIKE Ultimate 150nn

Crank Brothers HIGHLINE 3

Fizik Taiga Alloy Rail

hybrid 150
sl 9

SRAM SX Eagle Aluminum cage, 12 Speed

SRAM SX Eagle Single ClickTrigger

SRAM XG1210, 11-50T

SRAM SX Eagle CN-EAGL-SX-A1

FSA ISIS POLINI SYSTEM, aluminum,  34T

SRAM LEVEL G2 R Disc 200/F and 180/R

Polini MX+ Tuning BR Hybrid 250W-600W

Polini 500Wh

Polini Color Display 3”

Polini EP3 Charger

FULCRUM E-METAL 700 , alloy, TLR, 30mm

Avanforce / 31,8mm / 780 mm

Rock Shox Deluxe Berria Mako Hybrid 150mm

Avanforce ICS2 MTB,

Mako Hybrid SL 150- Carbon HM2X
Triple monocasco - Resina Mach R

Rock Shox35 GOLD RL 150mm

Crank Brothers HIGHLINE 3

Fizik Taiga Alloy Rail

hybrid 150
sl 7

SRAM XX1 Eagle, 12 Speed

SRAM XX1 Eagle Single ClickTrigger

SRAM XX1, XG1299, 10-52T, Copper 

SRAM CN XX1 Eagle Copper

Rotor e-Kapic, TDS, OCP, 36T, 165-170mm

SRAM LEVEL G2 ULTIMATE 200/F and 180/R

Polini MX+ Tuning BR Hybrid 250W-600W

Polini 500Wh

Polini Color Display 3”

Polini EP3 Charger

FULCRUM E-METAL 700 , alloy, TLR, 30mm

Mavic Crossmax XL R, Carbon, 30mm

Avanforce UD Carbon

Rock Shox Deluxe Berria Mako Hybrid 120mm

Avanforce -17º

Mako Hybrid SL 120 - Carbon HM2X
Triple monocasco - Resina Mach R

Rock Shox SID Ultimate 120mm

Crank Brothers HIGHLINE 3

Fizik Taiga Alloy Rail

hybrid 120
sl 9
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HANDLING AND REACTIVITY

FRAME WEIGHT

CONSTRUCTION
RESIN

CARBON

SIZES

2400 GR

ALUMINIUM 6061 3BS HYDROFORMING

S= 164-176 CM
M= 176-185 CM / L= 186-192CM

hybrid hp



Con la tecnologia “Precision Casting Process” conseguimos 
una estructura ligera y reforzada en las partes claves del 
cuadro.
Esto nos permite realizar un diseño moderno e integrado, posicio-
nando así a la nueva Bravo Hybrid HP entre las bicicletas más 
vanguardistas en su segmento.
Además su moderna geometría está equipada con una horquilla de 
barras de 35mm y  120mm de recorrido.
Sus dotes de conducción y de control se acompañan de un ángulo 
de dirección relajado de 68 grados para disfrutar de una gran 
fluidez de marcha y seguridad.
Las vainas super cortas de 448mm y un ángulo de sillín avanzado  
entre 74,5 y 76 grados, le proporcionan una gran eficiencia de 
pedaleo además de una gran reactividad en las aceleraciones.

Redefine tus limites. Versatil, poderosa y funcional.

hybrid hp



hybrid hp



Gracias al nuevo estándar de 
rodamientos sobredimensionados 
aumentamos la seguridad activa de 

la bicicleta.

La batería principal es de extracción rápida, monta celdas Samsung de 
máxima calidad y dispone de una capacidad de 720wh 

También te dará la opción de poder montar un extender amplificando así 
su capacidad hasta los 972wh

Su motor de tipo Pedelec M500, el deportivo de Bafang es 
capaz de entregar un pico de fuerza maxima de 95nm a 500w.

El pack motor se integra a la perfeccion en el cuadro, aportando a la 
Bravo Hybrid HP un aspecto sobrio y elegante.



Con la tecnologia Block Lock evitamos golpes del manillar contra
el cuadro.

Tanto la botonera como la pantalla son funcionales y sencillas.

A través de la aplicación Bafang GO App puedes ampliar sus funciones con un teléfono o un reloj inteligente.

La total integración del cableado arranca desde la potencia, pasando 
por la bateria, por el motor, hasta llegar al sensor de velocidad.

Esto nos ofrece una completa protección de todo el sistema.

Al igual que en todos nuestros modelos de montaña la Bravo 
Hybrid HP también monta la patilla universal UDH.



CONSTRUCCIÓN
RESINA

CARBONO

TALLAS

ALUMINIUM 6061 3BS HYDROFORMING

S= 164-176 cm 
 M= 176-185 cm
 L= 186-192cm 

UNLIMITED COLOURS OF BERRIA

Cierre integrado Batería 720 Wh

Motor Bafang

Aluminio

120 mm

UDH

Cableado ICS2 totalmente integrado

Dirección block-lock 1,5” – 1,8”

La reactividad y la conducción tienen un nombre

hp



CROSS
COUNTRY

Avanforce 2, 31,8mm, wide 780mm

Avanforce ICS2 MTB, 0°, Ø31,8, 60-80mm

Avanforce 0 offset, 31,6 x 400mm

Fizik Taiga Alloy Rail

SRAM SX Eagle Aluminum cage, 12 Speed
Patilla: UDH Universal Derailleur Hanger

SRAM SX Eagle Trigger

SRAM XG1210, 11-50T

SRAM SX Eagle CN-EAGL-SX-A1

Bafang, aluminum,  34T, 165-170 mm

SRAM LEVEL G2 R Disc, Tool Free Reach Adjust,
4 Pistons, 200/F and 180/R 6T

FRONT Vittoria Agarro 2.6"X 29", Tubeless ready, GRAPHENE 2.0, 120 TPI,
weight 970g / REAR Vittoria Barzo 2.6"X 29", Tubeless ready,

GRAPHENE 2.0,120 TPI, weight 820g

Bravo Hybrid HP, Aluminum tubes 3BS 6061 Hydroformed and aluminum parts with 
Technology PCP Precision Casting Process, Full internal cable system ICS2, Headset 
integrated OH2S 1-1/2" - 1-1.8" , Post mounted system PMS brake, 29x2.60 maximun 
tyre, Thru axle Boost 12x148mm, weight 2700g

Rock Shox35 GOLD RL, Motion Control, 15x110mm Maxle Stealth, Tapered 
steerer OD 69, Rake 44mm, 35 mm Straight Wall STEEL Fast Black, weight 
2377g, 120mm Travel

OP1 Avanforce 29"- HUB FORMULA DHT, TLR , 30mm 
Internal width 2400g

XS S M L
150-165 CM

170CRANKSET
80STEM

740HANDLEBAR

380SEAT POST
558TOP TUBE
93FRONT TUBE

427CHAIN STAY
66BOTTOM BRACKET

1080,9WHEELBASE
68,6FRONT ANGLE

75SEAT TUBE ANGLE
396,2REACH
602,4STACK

XS

160-175 CM
175
90

740

425
581
95

427
64

1094
69,1
74,5

413,3
604,7

S

175-185 CM
175
90

740

470
615
100
427
64

1123,2
69,1
74

440,4
609,2

M

180-198 CM
175
100
740

520
645
105
427
64

1145,3
69,6
73,5

462,5
616,2

L

BAFANG M-SERIES 500, Nominal performances 250W - 60Nm, Peak 
performances 500W - 95 Nm, Q factor 177mm, weight 3370g

PORTAPOWER 720Wh 36V 20Ah, Cells SAMSUNG INR21700-50E, 
3960g

BAFANG DP C24X DISPLAY LCD, 15 features, USB port, Bluetooth 
comunication (DP C421), Bafang GO App

Porta Power charger 220-240V 3A



OP1

SRAM SX Eagle Aluminum cage, 12 Speed

SRAM SX Eagle Trigger

SRAM XG1210, 11-50T

SRAM SX Eagle CN-EAGL-SX-A1

Bafang, aluminum,  34T, 165-170 mm

SRAM LEVEL G2 R Disc, tool free reach adjust, 4 
Pistons, 200/F and 180/R 6T

Avanforce 29"- HUB FORMULA DHT, TLR , 30mm 
internal width 2400g

Avanforce 2 - 31,8mm - wide 780mm

Avanforce ICS2 MTB, 0°, Ø31,8, 60-80mm

Bravo Hybrid HP, Aluminum tubes 3BS 6061 Hydroformed and 
aluminum parts with Technology PCP Precision Casting Process

Rock Shox35 GOLD RL

Avanforce 0 offset / 31,6 x 400mm

Fizik Taiga alloy rail

hybrid hp

PORTAPOWER 720Wh

BAFANG DP C24X

Porta Power Charger

BAFANG M-SERIES 500
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